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RESEARCH  ON  METALLURGICAL  CHARACTERISTICS 
AND PERFORMANCE OF MATERIALS  USED  FOR 
SLIDING  ELECTRICAL  CONTACTS 
By  W. H. Abbott  and E. S. Bartlett 
Battelle  Memorial  Institute 
Columbus  Laboratories 
Columbus , Ohio 
SUMMARY 
This  report  summarizes  the  results  of  research  conducted  at  Battelle  dur- 
ing  the  period  of May 1, 1968,  to  April 30, 1969.  The  primary  objective of 
the  program  was  to  define  the  metallurgical  or  other  materials  characteris- 
tics  which  will  be  required  for  advanced,  high  reliability,  low  energy,  slid- 
ing  contact  systems.  These  systems  may  operate  in  earth  and  space  environ- 
ments  and at temperatures  as  high  as  20OoC. 
Studies  of  the  friction,  wear,  and  contact  resistance  stability  of  nine 
and  high  vacuum  (10-7-10-8 torr). Sliding  durations  were 100 cycles 
wrought  gold  alloys  and  three  electroplated  gold  systems  were  made  in  both 
in  N2- 0'0 and 500 cycles  in  vacuum. N2-20 2 2 
Environmental  tests  were  made on eachomaterials  system.  These  consisted 
of (1) exposure  to  flowers of sulfur  at 30 Cy and  (2) 1000-hour  storage  in 
N2-20 9 at  20OoC.  Wear  test  and  control  specimens  exposed  in  this  manner  were 
analyzed  by  contact  resistance  measurements  and  analysis of surface  films. 
All  of the wrought  gold  alloys  showed  high  friction (pk = 1.2-2.0) and 
wear  rates  in  both  air  and  vacuum.  No  correlation  was  apparent  between  wear 
rates,  wear  mechanism,  and  mechanical  properties.  Differences  in  wear  and 
friction  were  attributed  almost  entirely  to  differences  in  surface  chemistry 
(residual  films  and/or  wear  induced  films)  or  surface  energy of the  alloy. 
Contact  resistance  stability  was  shown  to  be  closely  related  to  wear 
mechanism  and  resistivity.  High  resistivity  and fine  wear  particles  always 
produced  static  contact  resistance  instability  and  high  noise  levels. 
Several  series  of  Au-Co  electroplates  showed  much  lower  friction  and  wear 
and low noise  levels  compared  to  the  wrought  alloys.  The  improved  performance 
of these  materials  was  attributed  to a unique  surface  chemistry  consisting  of 
an organic  "lubricant"  film  codeposited with the  electroplate. 
All  of  the  materials  systems  maintained  low  and  stable  contact  resistance 
in a sulfur-bearing  environment.  Elevated  temperature  (200OC)  exposure in air 
was  identified  as the major  limitation  of  advanced  materials  systems.  Of  the 
wrought  alloys  tested  only  Au-19.OAgY  Au-0.5ZrS  Au-2.5ZrY  and  Au-19.4Ag-1.64Zr 
compositions  maintained low contact  resistance  and no visible  surface  films 
after  a  200'~  exposure. 
Substrate  diffusion  by  a  grain  boundary  or  dislocation  transport  mechanian 
at  2OO0C  limited  the  life of the  Au-Co  electroplates  over  both  copper  and 
nickel  substrates.  Rhodium  was  tentatively  identified  as  a  satisfactory  dif- 
fusion  barrier. 
INTRODUCTION 
The  primary  objective  of  this  research  program  was  to  define  the  metal- 
lurgical  or  other  materials  characteristics  which  will  be  required  for advanced, 
high  reliability,  low  energy  sliding  contact  systems. It was  planned  that  the 
research  would  be  directed  toward  contact  systems  designed  for  a  relatively 
short  sliding  life (500 cycles  maximum) in  either  earth  or  space  environments. 
Such  systems  might,  however, be required  to  exhibit  long  shelf-lives  in an 
earth  or  space  environment,  possibly  at  temperatures  as  high  as  2OO0C. 
The  results  of  these  studies  were  expected  to  be  directly  applicable  to 
the  design  of  advanced  electronic  connectors.  Therefore,  primary  emphasis  was 
placed  on  the  dry  sliding  characteristics of gold-base  alloys  operating  as 
similar  metal  sliding  contacts.  Limited  studies  were  also  made on several 
dissimilar  metal  systems  in  order  to  define  basic  differences  between  similar 
and  dissimilar  metal  sliding  contact. 
Gold  electrodeposits  have  long  been  used  in  connector  design.  Limited 
selection  of  alloys  and  quality  control  problems  attendant  with  the  use  of 
electroplates  has  prompted  NASA  to  determine  if  wrought  gold  alloys  offer  any 
unique  technical  advantage  that  could  lead  to  their  wider  use in advanced  com- 
ponent  design.  For  this  reason,  initial  studies  were  made on the  sliding 
characteristics  of  selected,  wrought,  gold-base  alloys.  The  selection  was 
based on  earlier  research  at  Battelle  which  indicated  alloy  systems  that  might 
meet  the  program  objectives. 
For  comparison  with  the  wrought  alloys  studies  were  planned  on  two  types 
of  electroplates.  The  Au-Co  alloys  were  selected on the  basis of an extensive 
history  of  use  in  connector  systems.  In  spite  of  their  wide  use  the  reasons 
for  their  performance  characteristics  have  not  been  defined  nor  has  their  value 
for  high  temperature  service  been  assayed. 
During  elevated  temperature  service  or  storage,  substrate  diffusion  through 
thin  electroplates  or  clad  wrought  alloy  systems  was  recognized  as a potential 
reliability  problem.  Therefore,  envirogmental  studies  of  electroplates  were 
designed  to  evaluate  the  effects of 200 C diffusion  on  contact  resistance  and 
surface  film  formation. 
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EXPERIMENTAL RESEARCH WORK 
Materials  Systems 
Nine  basic  wrought  alloy  systems  were  selected  for  evaluation  as  similar 
metal  sliding  contacts.  These  include  Au-19.0Ag*,  Au-19.3Ag-2.05In,  Au-12.1Cu, 
Au-12.3Cu-2.23In,  Au-l.OCo,  Au-l.OCo-l.OIn,  Au-0.5ZrY  Au-2.5Zr,  and  Au-19.4Ag- 
1.64Zr. Silver  was  selected  as an alloying  addition  to  improve  wear,  but  which 
would  not  degrade  the  elevated  temperature  oxidation  resistance  of  gold. In 
spite  of  the  fact  that  silver  is  one of the  least  effective  strengthening  ad- 
ditions  to  gold  significant  increases  in  hardness can be  effected  by  ternary 
additions  to  Au-Ag  alloys.  Although  silver  additions  to  gold  tend  to  give  per- 
ceptible  tarnish  rates,  up  to  about 30 at.% Ag the  binary  alloys can be con- 
sidered  as  nontarnishing. The  particular  alloy  composition  of 19.0 wt.% Ag 
(30  at.% Ag) represents a good  balance  between  improved -wear and  reasonably  low 
tarnish  rates. 
Indium  was  selected  as  ternary  hardening  addition  mainly  from  considera- 
tions of  surface film.  Studies  at  Battelle  have  indicated  that  indium  is  very 
effective  in  decreasing  the  tarnish  rates  of  Au-Ag  alloys  without  seriously 
affecting  oxidation  resistance. 
Copper  was  selected as a more  effective  solid  solution  hardening  addition 
than  silver.  Although  prior  studies  at  Battelle  had  indicated  that  use  of  the 
Au-12.1  wt.% (30 at.%) Cu  alloy  would  not  be  limited  by  tarnish  reactions,  its 
oxidation  resistance  at  2OO0C  had  not  been  evaluated. 
Cobalt  and  zirconium  were  selected  both  as  solid  solution  hardening  addi- 
tions  and  to  provide  alloy  systems  which  might  provide  considerable  precipita- 
tion  hardening.  The  equilbrium  precipitate in Au-Co  alloys  is known to  be  al- 
most  pure  cobalt. In Au-Zr  alloys  the  second  phase  is  the  compound  Au3Zr. 
These  differences  might be expected  to  have a pronounced  effect  on  elevated 
temperature  oxidation  due  differences  in  activity of the  oxidizable  constitu- 
ent. Verification  of  this  thesis  eventually  led  to  the  addition  of  zirconium 
to  the  binary  Au-Ag  alloy. 
In addition  to  the  compositions  listed  above  two  complex  wrought  alloys 
were evaluated in the  dissimilar  metal  sliding  systems.  These  compositions 
were Au-14.OCu-9.OPt-5.OAg-l.OZn and Pd-13.8Cu-30.OAg-10.OAu-lO.OPt-l.OZn. 
These  alloys  are  presently  in  wide  use  as  brush  materials in slip-ring  systems 
due to their  exceptionally  good  spring  properties. 
Two series  of  gold  alloy  electroplates  were  evaluated  as  similar  metal 
sliding  contacts. These had  the  nominal  compositions  Au-O.1Co  and  Au-1.OCo. 
Both  alloys  were  plated  over  copper  and  nickel  substrates  to  nominal  thick- 
nesses of 50,  100, and  200  microinches.  These  systems were selected  on  the 
* Compositions  given in weight  percentages. 
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basis  of (1) wide  use of the Au-Co  alloy  electroplates  as  contact  materials, 
(2) possible  differences  between  wrought  and  electroplated  compositions  which 
could  provide  valuable  information  on  important  material  properties,  and (3) 
possible  effects  of  substrate  mechanical  properties. 
Alloy  preparation.--The  wrought  alloys were  prepared  as 50-60 gram 
charges  by  high-frequency  induction  melting  in  13 mm ID x 19mm OD quartz 
tubing.  Prior  to  melting,  the  tubes  were  evacuated,  backfilled  with - 250 mm 
Hg high-purity  argon,  and  sealed.  Each  of  the  quartz  tubes  was  in  turn  sealed 
in  a  25 mm ID quartz  tube  under - 250 mm Hg argon.  The  purpose of the  outer 
tube  was  simply  to  preclude  the loss and/or  contamination  of  the  precious  metal- 
alloy  in  the  event  of  fracture  of  the  container  tube  during  melting. 
Each  alloy  was  heated  to  about  3OO0C  above  its  liquidus  temperature,  held 
at  this  temperature  for  about  5  minutes  with  vigorous  agitation,  and  then  al- 
lowed  to  cool  through  the  solidus  temperature  with  continuous  and  vigorous 
agitation. 
Similar  fabrication  procedures  were  dmployed  to  obtai’n  0.114-inch-diameter 
rod  for  all  materials  except  the  two  complex  brush  materials  which were  con- 
siderably  more  difficult  to  fabricate.  Except  for  these  two  alloys,  the  ma- 
terials  were  first  cold  swaged  to 0.400 inch  diameter  (39% RA*). At this  point 
each  alloy  was  given an homogenization  anneal  for  16  hours  in  flowing  N2  at 
760 mm Hg followed  by a  water quench.  The  annealing  temperatures  were  7OO0C 
for  the  Au-Ag,  and  Au-Cu  binary  and  ternary  alloys  and 800 C  for  the  Au-Go,  Au- 
Co-In,  Au-Zr,  and  Au-Ag-Zr  alloys. 
Next,  each  alloy  was  cold  swaged  to  0.250  inch  diameter  (61% RA) and an- 
nealed  for 1 hour  in  N2  at  the  same  temperature  as  used  for  the  previous  anneal. 
This  was  followed  by  cold  swaging  to  0.171  inch  diameter  and  wire  drawing  to 
0.114  inch  diameter  for a  total  final  reduction  of 79% RA. The  Au-Ag-Zr  alloy 
only  was  given  an  intermediate  anneal  at  0.171  of  800°C,  1  hour. 
No lubricant  was  used  during  swaging  but a lubricant  was  used  for  all  wire 
drawing  operations.  This  consisted  of a  water-soluble  grade  (Hangsterfers  Lab- 
oratories, HE-2) mixed at a  ratio of 7  parts  lubricant to 1 part  water. 
Both  of  the  complex  brush  materials  were  very  difficult  to  fabricate  from 
the  cast  condition.  Therefore,  a  technique  was  employed  which  has  frequently 
been  used  to  fabricate  materials  prone  towards  failure  under  tensile  stresses. 
This  consisted of first  placing  each  alloy in a  mild  steel  swaging  container. 
The  dimensions  of  the  container  were  0.515  inch ID x 0.765  inch OD x 6.0 inches 
length x 5.5 inches  cavity  depth. The  encapsulated  specimens  were  cold  swaged 
to  container  diameter  of  0.500  inch OD which  corresponded  to  a  specimen  diameter 
of  0.375-0.380  inch. At this  point  the  steel  was  removed  in 50 percent  HNO3  at 
room  temperature.  This  was  followed  by a  10-minute  etch  of  each  specimen  in 
aqua  regia  at  room  temperature. 
* % RA = percentage  reduction  by  area. 
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Both  of  the  brush  alloys  appeared  to  be  of  good  quality  after  encapsulated 
swaging  to N 0.375  inch (46% RA). Following  an  homogenization  anneal  for 16 
hours  at 85OoC in N2  the  alloys were cold  swaged  to  0.302  inch  diameter  (35% RA).
The  alloys  were  annealed 1 hour  at 85OoC, cold  swaged  to 0.260 inch,  annealed 
1 hour at 85OoC, cold swaged to 0.220 inch, annealed 1 hour at 85OoC, and cold 
swaged  to  0.121  inch  at  which  point  slight  surface  cracking  was  observed. It
was decided  to  evaluate  the  materials  in  this  condition  corresponding  to  56-60% 
RA in preference  to  annealing  and  cold  working  only - 10% to  0.114  inch  diam- 
eter. 
Specimens  were  prepared  from  each  alloy  as  1.5-inch  lengths of 0.108-inch 
diameter  rods.  This was  accomplished  by  centerless  grinding  which  resulted  in 
a surface  finish  of - 30-35  microinches CLA.  Prior  to  testing,  the  specimens 
were finished  and  cleaned  by a special  metallographic  technique  developed  at 
Battelle  to  insure  minimum  residual  surface  contamination.  For  example,  de- 
tailed  surface  studies on pure  gold  prepared in this  manner  have  shown  only a 
residual  film  of  about  one  monolayer  of  adsorbed  water.  The  final  surface 
roughness  of  all  specimens  was 5-10 microinches  CLA. 
Electroplates.--Several  series of Au-O.1Co and Au-1.OCo electroplates 
were  prepared.  The  substrate  materials  were  cold  worked  OFHC  copper  and  cold 
worked "A" nickel  in  the  form  of  0.105  to  0.108-inch-diameter x 1.5-inch-long 
rods.  Nominal  plating  thicknesses were  50,  100,  and 200 microinches. 
* .k.k 
Previous  studies  have  established  the  fact  that  smooth  substrates  are 
highly  desirable  to  obtain (1) minimum  porosity  and (2) maximum  durability  of 
thin  electrodeposited  coatings.  Chemical  polishing  was  used  to  obtain  surfaces 
having  initial  roughness  values  of 5-7 microinches  CLA  for  copper  and 8-10 
micro-inches  for  nickel.  These  values  represent  about  the  minimum  roughness 
levels  that  could  be  attained  for  surfaces  which were  initially  ground  to  ap- 
proximately  20-25  microinches  CLA.  Studies  showed  that  for  the  solutions  and 
conditions  listed  in  Table I, the  optimum  polishing  time  was  about 240 seconds. 
Longer  polishing  times  resulted  in  an  increase  in  roughness  as  a  result  of  etch- 
ing. 
A  standard  technique  was  established  for  cleaning  and  finishing  of  both 
copper  and  nickel  as  follows: 
(1) Solvent  clean  racked  specimens  in  boiling  benzene. 
(2) Chemical  polish  in  1-liter  solution, 240 seconds. 
(3) Rinse  in  three  1-liter  portions  of  distilled  water  at  25OC. 
(4) Dip  in  1-liter 6N HC1  for 60 seconds  at 25'C. 
* Sel-Rex  Autronex CI 
.kk Sel-Rex  Autronex  C 
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TABLE I 
CHEMICAL POLISHING SOLUTIONS 
Composi t ion,   volume  percent  
Reagent  For C o p p I P o l i s h i n g  
Conc. HN03 (70%) 15 .O 19.5 
Conc. CH3COOH (99%) 42.5  38.5 
Conc. H3P04 (85%) 42.5  38.5 
Conc. H2SO4 (96%) " 3.0 
Conc. HC1 (37%) " 0 .2  
0.3 H20 " 
Temperature,  C 70 C 1 82 k 1 
6 
(5) R i n s e  i n  1-liter d i s t i l l e d  water a t  25OC. 
(6)  Dip i n  1 - l i t e r  3.6N  H2SO4 f o r  60 seconds a t  25OC. 
(7)  Rinse i n  1 - l i t e r  d i s t i l l e d  water a t  25OC. 
(8) Gold s t r i k e "  5 seconds a t  10 arnp/ft2, 140 F. 
(9)  Rinse i n  1-liter d i s t i l l e d  water a t  25OC. 
(lo) Dip i n  1-liter 1.2N H2SO4 f o r  60 seconds a t  25OC. 
(11) R i n s e  i n  1-liter d i s t i l l e d  w a t e r  a t  25OC. 
(12)  Gold e l e c t r o p l a t e .  
(13) R i n s e  i n  1 - l i t e r  d i s t i l l e d  w a t e r  a t  25'Cy t h e n  i n  1 - l i t e r  
d i s t i l l e d  w a t e r  a t  8OoC. 
(14)  Rinse i n   1 - l i t e r   e t h a n o l  a t  60°C.  
(15) A i r  dry and s t o r e  i n  g l a s s  v i a l s .  
The cond i t ions  o f  ope ra t ion  fo r  each  e l ec t rop la t ing  so lu t ion  a re  g iven  in  
Table 11. Solut ions were contained in  a g l a s s  and  Tygon tubing  system  which 
was c o n t i n u o u s l y  f i l t e r e d  t o  a par t ic le  s ize  of  1-3  microns .  Vigorous  ag i ta -  
t i on  o f  t he  ba ths  was obtained from the pump eff luent .  Pure plat inum was used 
as t h e  a n o d e  m a t e r i a l  i n  s u f f i c i e n t  amount to  give an anode:cathode area rat io  
of about 3:l .  
TABLE I1 
OPERATING  CONDITIONS OF GOLD ELECTROPLATING  SOLUTIONS 
- . . ~- 
Speci f ic   Curren t  
T p P  9 Y Gravitcy  Bath  Composition g / A  
Solu t ion  C V H  Be amp/ DensitF f  Au co " 
Aurobond TN 60 3.70 12. 10. 1.73 -- 
Autronex C I  34 4.05 10. 10. 8.66 0.10 
Autronex C 34 3.55 10. 10. 9.20 0.50 
"~ . " . ~ ~ . ~ - -ii- - "_ . ~" . i . ~ i  . ~ . - _ _ _ _ _  " 
* Sel-Rex Aurobond TN. 
Specimens  were  rack  mounted  and  plated  in  groups f.nine. The 304 stain- 
less  steel  rack  was  coated  with  polyvinyl  chloride.  Each  specimen  was  held 
horizontally  by  cone  ended,  cantilever  spring  arms  which  pressed  against  the 
end  faces of each  rod. 
Plating  thicknesses  for  the  Autronex CI deposits  were  Pnitially  calculated 
on the  basis of  a  deposition  rate of 10 microinches  per  minute  as  indicated by 
the  supplier  for  the  plating  conditions  of  Table IT. Subsequent  studies  re- 
vealed  that  the  actual  cathode  efficiency, i.e., plating  rate,  was  consider- 
ably  greater  than  expected.  The  experimental  value  was  58.7  mg/amp-min which 
for a current  density  of 10 amp/ft2  corresponds  to  12.9  microinches  per  minute. 
Plating  rates  were  also  found  to  be  higher  than  expected  for  the  Autronex 
C solutions.  Experimental  values  were  39.3  mg/amp-min  and  8.65  microinches 
per  minute  at 10 amp/ft2. 
- Chemical  analysis.--Spectrographic  analyses  for  impurities  in  both  the 
wrought  alloys  and  the  electroplates  are  given  in  Tables 111 and IV. Major 
impurities  in  most  of  the  wrought  alloys  were  silver,  iron,  and  silicon.  The 
source  of  silver  was  the  pure  gold  melting  stock  which  contained  about 0.01 
percent  ailver.  Late  in  the  program a higher  purity (99.99) gold  was  used  to 
prepare  alloys Au-8,  Au-11, and  Au-12.  This  accounts  for  the  lower  silver 
contents  in  alloys Au-8 and  Au-11. Iron  is  an  impurity  commonly  encountered 
in fabricated  alloys  and  was  probably  introduced  as  die  pickup  during  swaging. 
Silicon  was  found  only  in  the  zirconium-containing  alloys.  The  reduction  of 
small  amounts  of  Si02  from  the  melting  capsules  by  zirconium  during  melting 
was the  most  probable  cause  of  silicon  contamination. 
Silver,  copper,  and  titanzum were the  major  impurities  in  the  Au-Co  elec- 
troplates. The data for  silver  and  titanium  are  resonably  accurate  but  the 
values  for  copper  may  be  high.  This  may  be  due to incomplete  stripping  of  the 
copper  substrate  from  the  electroplate  prior  to  the  analysis. 
Major  alloying  constituents  were  analyzed  by  wet  chemical  techniques  with 
the  results  given  in  Table V. The  compositions of all  alloys  except Au-7 were 
very  close  to  the  intended  values.  The  gold-base alloy--Au-7--was  apparently 
1.9 percent  low  in  copper, 1.0 percent  low  in  gold,  and 3.3 percent  high in 
platinum. No explanation  is  available fo r  these  relatively  large  variations 
in  composition.  One  contribution  was  almost  certainly  the  analytical  technique 
as  considerable  difficulty  was  encountered  in  effecting  complete  separation  of 
the  elements in this  alloy.  On  the  basis  of  resistivity  data  it is believed 
that  the  actual  composition  of  this  alloy  was  close  to  nominal. 
Cobalt  analysis  of  the  electroplates  gave  values  considerably  different 
than  the  nominal  values  of 0.1 and  1.0 weight  percent.  Experimental  values 
were 0.18-0.2  percent  cobalt  for  Autronex CI (0.1 nominal)  and  0.76  percent 
cobalt  for  Autronex C (1.0 nominal). These  results  were  not  too  surprising 
based on earlier  studies  of  acid  Au-Co  processes at Battelle.  Cobalt  contents 
have  been  shown  to  depend on both  current  density  and  local  flow  conditions 
around  the  specimens.  The  Autronex CI process  was  found  to  be  much  more 
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TABLE I11 
EMISSION SPECTROGRAPHIC  ANALYSIS OF WROUGHT  ALLOYS 
Material 
Designa- 
t ion At. % Wt. % 
Gold 
Powder 
-- " 
Au-1A Au-30Ag Au-19.0Ag 
Au-1C Au-30Ag Au-19.0Ag 
Au-~A Au-~OCU Au- 12.1CU 
Au-~B Au-~OCU Au-12.1Cu 
Au-~C Au-~OCU Au-12.1Cu 
Au-3 Au-30An-3In Au-19.3Aa- 
Au-5 Au-3.27C0 
Au- 6 Au-3.25C0- 
1.66111 
Au-  7 Au-32Cu- 
6.5Ag- 
6.5Pt-2.OZn 
Au-8 Au-1.07Zr 
Au-11  Au-5.26Zr 
Au-12  Au-30Ag-3Zr 
Pd-1 Pd-29Ag-23C~ 
5.5Au-5.5Pt- 
2.OZn 
I 
P 
0 
TABLE IV 
ENISSION  SPECTROGRAPHIC  ANALYSIS OF Au-CO ELECTROPLATES 
Nominal Alloy Wt.% of Specified Element (a) 
Composition, wt.% Ag cu Si Mn Fe Mg Pb Ni A1 Ti Cr 
Au- 0. ~ C O  (b) <0.001 0.05 <0.001  <0.001  <0.001  <0.001 0.002 <0.001 <0.001 0.005 <0.001 
<0.001 0.03 CO.001 <0.001 <0.001 <0.001 0.002 <0.001 <0.001 0.005 <0.001 
<0.001 0.03 CO.001 <0.001 0.002 <0.001 0.003 <0.001 <0.001 0.005 <0.001 
0.01 0.02 0.003 0,001 0,001 <0.001 0,001 <0.001 0.002 0,005 <0.001 
Au- 1. OCO 0.01 0.03 0.003 0,001 0.001 <0.001  .001  .001  ,001 0.005 0.001 
( a )  Impurity analysis only, 
(b) Sel-Rex Autronex CI. 
(c) Sel-Rex Autronex C. 
TABLE V 
CHEMICAL  ANALYSIS OF WROUGHT ALLOYS 
Material  Analyzed Composition, w t . %  
Designation  Nominal Wt. % Au Ag Cu  Co In Pd Pt Zr Zn 
Au- 1A 
Au-  1C 
Au-2A 
Au- 2B 
Au-2C 
Au-3 
Au-4 
Au-5 
Au-6 
Au- 7 
Au-8 
Au- 11 
Au- 12 
Pd- 1 
Au-  19.  OAg 
Au- 19.  OAg 
Au-  12.1Cu 
Au- 12.1Cu 
Au-  12.1Cu 
Au-19.3Ag-2.05111 
Au-12.3Cu-2.23In 
Au-1.OCo-1.OIn 
Au-14Cu-9Pt-5Ag-1211 
Au- 1.  OCO 
Au-0.5Zr 
Au-2.  5 Zr 
Au-  19.4Ag-  1.6422 
Pd-13.8C~-30Ag-lOA~- 
10Pt-l.2Zn 
80.9 
81.0 
88.0 
88.1 
87.9 
78.1 
85.5 
98.8 
98.0 
70.0 
99.5 
97.8 
79.6 
10.2 
19.1 " " " 
19.0 " " 
" " " 
" " " " 
" 
" 
19.5 
" 
" 
" 
5.04 
" 
12.0 " " 
12.0 " " 
12.2 -- " 
" -- 1.80 -- " 
12.1 -- 2.27 -- " 
" 0.91 " " " -- 0.91 1.05 -- " 
12.1 -- " " 12.3 
" " 
" " 
" " 
" " " " " 
" 
" 
0.51 
" 
2.21 
1.40 
29.4  13.7 -- " 35.3 10.4 -- 0.98 
I 
TABLE VI 
RESISTIn.TY OF WROUGHT  PRECIOUS  METAL  ALLOYS 
Material 
~ ~~ .- ~- Resistivity 
Nominal  Composition,  Microhm-cm @ 25'C Number 
Designation JL 'I JL c) 
~~ 
~ 
Phases 
Au- 1A 
Au- 1C 
Au-~A 
AU - 2B 
Au-~C 
Au-  3 
Au-4 
Au- 5 
Au- 6 
Au- 7 
Au-8 
Au- 11 
Au- 12 
Pd- 1 
Au- 19.  OAg 
Ditto 
Ditto 
Au- 12.1Cu 
II 
Au-19.3Ag-2.05In 
Au-12.3Cu-2.23In 
Au-l.0Co-1.  OIn 
Au-14Cu-9Pt-5Ag-lZn 
Au-O.5Zr 
Au-2.5Zr 
Au-  19.4Ag-  1.64Zr 
Au- 1. OCO 
Pd-13.8C~1-30Ag-lOA~- 
10Pt-1.2Zn 
9.450 
9.348 
12.328 
12.062 
11.894 
13.193 
15.787 
19.215 
21.053 
23,727 
14.659 
44.620 
16.999 
32.719 
9.410 1 
9.259 1 
12.565 1 
12,002 1 
11.971 1 
13.362 1 
15.756 1 
18.979 1 
21.118  >
22.493 1 
32.827 1 
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s e n s i t i v e  t o  t h e s e  v a r i a t i o n s  t h a n  t h e  A u t r o n e x  C. I n c r e a s e s  i n  c u r r e n t . d e n -  
s i t y  and /o r  dec reases  in  f low ra t e s  t ended  to  inc rease  the  coba l t  con ten t .  
By c lose  con t ro l  o f  t he  p l a t ing  cond i t ions  i t  was poss ib le  to  produce  
p la tes  of  reproducib le  composi t ion  and properties.   Although i t  was poss ib l e  
to  produce  an  Au-O.1Co compos i t ion ,  t he  cond i t ions  necessa ry  to  ob ta in  th i s  
cobal t  conten t  were  not  cons is ten t  wi th  a h i g h  q u a l i t y  e l e c t r o p l a t e .  Low cur- 
r e n t  d e n s i t i e s  (< 7 amp/ft2) and/or high flow rates gave dul l ,  porous,  depos-  
i t s  cha rac t e r i zed  by an  anomalous,  nodular  growth  as shown i n  F i g u r e  1. A 
su r face  typical of  the specimens being tes ted i s  shown i n  F i g u r e  2. 
Res is t iv i ty . - -Exper imenta l  res i s t iv i ty  va lues  for  the  wrought  a l loys  a re  
g iven  in  Tab le  M. No unexpec ted  e f fec ts  of  a l loy ing  were observed. 
R e s u l t s  f o r  t h e  b i n a r y  Au-Ag, Au-Cu, and Au-Co a l l o y s  a r e  i n  good agree- 
ment wi th  the  da ta  of  Wise  (Ref. 1). Data were not  readi ly  avai lable  for  the 
Au-Zr system but i t  i s  apparent  tha t  z i rconium addi t ions  increase  the  res i s -  
t i v i t y  of gold a t  a g r e a t e r  r a t e  t h a n  many o ther  e lements .  For  smal l  addi t ions  
t h e  r a t e  of i nc rease  was e s t ima ted  to  be 11.4@-cm/at.% compared t o  -5.7pn- 
cm/at.% f o r  Au-Coy and  9&?-cm/at.% f o r  Au-Fe (Ref. 1). 
On t h e  b a s i s  o f  t h e s e  d a t a  t h e  a l l o y  Au-11 (Au-2.5 ut.% Z r  = Au-5.3 at.% 
Z r )  should have shown a r e s i s t i v i t y  o f  a b o u t  63pR-cm ins tead  of  44.6pn-cm. 
This low va lue  w a s  explained by microstructural  examination which showed t h a t  
t h e  a l l o y  was n o t  i n  t h e  s o l i d  s o l u t i o n  c o n d i t i o n .  It was d iscovered  tha t  the  
Au-2.5Zr a l l o y  had been process annealed a t  8OO0C in s t ead  of the  intended 
900°C.  The lower  temperature is  i n  t h e  two-phase f i e l d  f o r  t h i s  a l l o y  meaning 
t h a t  some p r e c i p i t a t i o n  o f  Au3Zr occurred during annealing. A t  800°C the  maxi- 
mum s o l u b i l i t y  o f  z i r c o n i u m  i n  g o l d  i s  2.1 weight percent (4.4 at.%). Assuming 
t h a t  this amount was r e t a i n e d  i n  s o l u t i o n  t h e  e x p e c t e d  r e s i s t i v i t y  o f  - 48pR-cm 
i s  i n  r e a s o n a b l y  good agreement with the experimental  value.  
S tudies  were not made of the  e f fec ts  of  hea t  t rea tment  and p r e c i p i t a t i o n  
o n  r e s i s t i v i t y .  However, dur ing  the  research  each  a l loy  w a s  sub jec t ed  to  a 
1000-hour  exposure a t  2OO0C i n  N2-20 02. This  provided  an  oppor tuni ty  to  a t  
least  evaluate  the s tabi l i ty  of  each al loy system under  extreme exposure con-  
d i t i o n s .  
The resul ts  of  these measurements  are  given in  Table  V I I .  P r e c i p i t a t i o n  
was considered thermodynamically favorable only i n  a l l  t h e  c o b a l t  and zircon- 
ium-containing al loys.  That  precipi ta t ion did occur  a t  2OO0C i s  shown i n  t h e  
l a r g e  r e s i s t i v i t y  c h a n g e s  f o r  a l l o y  Au-5 and Au-6. It i s  e s t i m a t e d  t h a t  i n  
1000 hours a t  2OO0C about 65 percent  of  the  cobal t  was  prec ip i ta ted  f rom so lu-  
t i o n  i n  a l l o y  Au-5 leaving  a matr ix  composi t ion of,--Au-O.35 wt .% Co. Indium 
a d d i t i o n s  t o  Au-Co appa ren t ly  inc reased  the  r a t e  o f  p rec ip i t a t ion .  
The zirconium-containing al loys showed much b e t t e r  s t a b i l i t y  at 20OoC. The 
small a p p a r e n t  d e c r e a s e  i n  a l l o y  Au-8 c o u l d  b e  a t t r i b u t e d  t o  e i t h e r  a ve ry  small 
amount o f  p r e c i p i t a t i o n  o r  an "annealing-out" of l a t t i ce  de fec t s .  The la t ter  
i s  be l i eved  to  accoun t  fo r  t he  small r e s i s t i v i t y  d e c r e a s e s  i n  a l l o y s  Au-1, 2 ,  
3 ,  and 4 .  
TABLE VI1 
RESISTIVITY OF 1000 HR, 200°C  OXIDATION  SPECIMENS 
Material 
Nominal  Composition,  Resistivity,  &-cm @ 25OC 
Designation  wt.%  Initial  After  Oxidation
Au- 1A  Au-  19.  OAg  9.450  9.179 
9.410  9.137 
12.565  11.775 
Au- 3 Au-  19.3Ag-2.05In  13.362  1 524 
13.193  12.412 
Au- 4 Au- 12.3Cu-2.23In  15 787  15 7 1 
15.756  15.728 
18.979  9.993 
21.118  7.415 
Au-~B Au- 12.1Cu 12.328 11.777
Au- 5 Au- 1.  OCO  19.215  10.159 
Au- 6 Au-1.OCo-1.OIn  21.053  7.255
Au-8 Au-O.5Zr 14.659 13.754 
Au- 11 Au-2.5Zr 44.620 38.627 
Au- 12 Au-19.4Ag-1.64Zr 16.999 16.447 
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a. 10 Amp/Ft2, High Agitation b. 10 Amp/Ft2, High Agitation 
10, OOOX lOOOX 
c. 10 Amp/Ft2, High Agitation d. 20 Amp/Ft2, High Agitation 
FIGURE 1. NODULAR GROWTH OF 100-MICROINCH Au-O.lCo ELECTROPLATES 
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The r e s i s t i v i t y  d e c r e a s e  in a l l o y  Au-11 was t o o  g r e a t  t o  be due t o  reduc- 
t i o n s  i n  l a t t i c e  d e f e c t s .  A small  amount of p rec ip i t a t ion  p robab ly  occur red  
a t  2OO0C but  i t  i s  e v i d e n t  t h a t  t h e  p r e c i p i t a t i o n  ra te  must  be very  low. 
These r e s u l t s  'may have  par t icu lar  s ign i f icance  for  the  deve lopment  of  
con tac t   ma te r i a l s   fo r   e l eva ted   t empera tu re   s e rv i ce .  It i s  a p p a r e n t   t h a t   i n  
app l i ca t ions  r equ i r ing  s t ab le  mechan ica l  and e lectr ical  p rope r t i e s  t he  Au-Co 
a l l o y s  may no t  be  sa t i s f ac to ry .  Even i f  Au-Co could  be  hea t  t rea ted  to  h igh  
ha rdness  l eve l s ,  t he  da t a  sugges t  t ha t  a d r a s t i c  l o s s  of hardness might re- 
s u l t  a t  200oC as a r e su l t  o f  ave rag ing .  The  Au-Zr a l l o y s  do not  appear  to  pre-  
s e n t  t h i s  problem. It seems p r o b a b l e  t h a t  i f  t h e s e  a l l o y s  w e r e  h e a t  t r e a t e d  
t o  o b t a i n  d e s i r a b l e  m e c h a n i c a l  p r o p e r t i e s ,  t h e y  would be r e t a i n e d  a f t e r  a n  ex- 
tended 2OO0C exposure .  In  add i t ion  to  ob ta in ing  be t t e r  mechan ica l  p rope r t i e s  
by heat  t reatment ,  i t  should be possible  to  obtain much lower values  of  res is-  
t i v i t y  and  hence  lower  and s t a b l e  c o n t a c t  r e s i s t a n c e .  
Microhardness.--Microhardness va lues  fo r  a l l  o f  t he  wrough t  a l loys  a re  
g iven  in  Table  V I I I .  On an atomic percentage basis  cobal t  and  zirconium  were 
much more e f f ec t ive  ha rdene r s  fo r  go ld  than  s i lve r  o r  coppe r .  Z i r con ium w a s  
t he  most e f f ec t ive  ha rdene r  bo th  a s  a b ina ry  add i t ion  to  go ld  and a s  a t e rna ry  
a d d i t i o n  t o  Au-Ag. 
Se lec ted  tes t s  were  made to  de t e rmine  the  e f f ec t s  o f  hea t  t r ea tmen t  on 
mic roha rdness  wi th  the  r e su l t s  g iven  in  Tab le  IX. The data  were obtained to  
g ive  an  ind ica t ion  o f  t he  p robab le  ag ing  r e sponse  o f  t he  a l loys  con ta in ing  co- 
ba l t  o r  z i rconium.  For  the  Au-Co and  Au-co-In a l l o y s  i n i t i a l  tests ind ica ted  
t h a t  a temperature of 4OOOC might give nearly the best  combination of reason- 
a b l e  k i n e t i c s  and a small   hardening  increment.  The d a t a ,  however, show t h a t  
a t  4OO0C the hardening increment was very small .  Maximum hardness was probably 
approached a f t e r  90 m i n u t e s  a t  4OO0C f o r  Au-Co whi le  the  Au-Co-In a l l o y  showed 
evidence of overaging within 60 minutes. 
The Au-0.5Zr a l l o y  showed  no evidence o f  p r e c i p i t a t i o n  h a r d e n i n g  a t  tem- 
pe ra tu re s  of 300-5OO0C. Hardening was a p p a r e n t l y  o f f s e t  by r e c r y s t a l l i z a t i o n  
and/or overaging which was pronounced a t  temperatures of 40OoC o r  g r e a t e r .  
Only the Au-2.5Zr a l l o y  (- 2.1Zr in  so lu t ion)  could  be  apprec iab ly  hard-  
ened almw the cold worked l e v e l  by heat  t reatment .  The optimum hea t  t rea tment  
temperature i s  probably near  3OO0C, b u t  n e i t h e r  t h e  optimum time o r  t h e  max im 
hardening increment have been determined. 
Several  addi t ional  experiments  were made i n  which the  Au-2.5Zr a l l o y  was 
first so lu t ion   annea led  a t  95OoC and  heat   t reated  f rom  this   condi t ion.   Tests  
were made only  for  exposures  of  1 hour a t  300, 400,  500,  and 6OO0C. From an 
annealed hardness of HK = 75,  hardnesses  a f te r  1 hour were 92 a t  3OO0C, 175 a t  
4OO0C, 211 a t  5OO0C, and 188 a t  60OoC. 
It is  apparent  f rom these  da ta  tha t  s ign i f icant  hardening  can  be  achieved  
a t  t h e  Au-2.5Zr al loy from the annealed condi t ion.  A s  expec ted  p rec ip i t a t ion  
r a t e s  a re  lower  fo r  t he  annea led  cond i t ion  bu t  i t  i s  p robab le  tha t  maximum 
..... . ... 
TABLE VI11 
MICROHARDNESS OF WROUGHT  ALLOYS 
Material 
Nominal  Composition,  Cold  Microhardness 
Designation wt. % Work, % (Hk) 100 
Au- 1A 
Au- 1C 
Au- 2A 
Au-~B 
Au-~C 
Au-3 
Au- 4 
Au-  5 
Au- 6 
Au- 7 
Au- 8 
Au- 11 
Au-  12 
Pd- 1 
Au- 19.  OAg 
Ditto 
Ditto 
Au- 12.1Cu 
I 1  
Au-  19.3Ag- 2 051n 
Au-12.3Cu-2.23In 
Au- 1. OCO 
Au-1.OCo-1.OIn 
Au-14Cu-9Pt-5Ag-1Zn 
Au-0.5Zr 
Au-2.5  Zr 
Au-  19.4Ag-  1.64Zr 
Pd- 13.8Cu-30Ag-  10Au- 
10Pt-1.2Zn 
79 
79 
79 
79 
79 
79 
79 
79 
79 
56 
79 
79 
56 
60 
110 
112 
235 
225 
233 
157 
235 
102 
131 
375 
118 
18 0 
194 
330 
18 
TABLE IX 
HEAT  TREATMENT OF WROUGHT  PRECIOUS  METAL  ALLOYS 
~~ 
Material  Mic ohardness  (Hk)looAft r  Heat  Treatment (4 
Nominal  Composition,  Temp.,  for Indicated  Time,  min. 
Designation wt.% O C  0 15 30 45 60 90 1440 
AU-3  Au-19.3Ag-2.05In 
AU-4  Au-12.3Cu-2.23In 
AU- 5  Au-1.OCo 
AU-6  Au-1.OCo-1.OIn
AU- 7  Au-14Cu-9Pt-5Ag-lZn 
AU- 8 Au-O.5Zr 
Au-11  Au-2.522 
AU- 12 Au- 19.4Ag- 1.64Zr 
Pd- 1 Pd-l3,8C~-30Ag- 10Au- 
10Pt-1.2Zn 
700 
7 00 
400 
800 
400 
700 
850 
300 
400 
500 
300 
400 
500 
6 00 
7 00 
300 
400 
500 
6 00 
950 
850 
157. -- 
235. -- 
107. 112. 
131. 132. 
131. -- 
375. " 
118. -- 
118. -- 
118. -- 
179. -- 
179. -- 
179. -- 
179. -- 
179. -- 
194. -- 
194. -- 
194. --- 
194. -- 
194. -- 
107. -- 
330. -- 
" 
" 
117. 
130. 
" 
" 
103. 
58.3 
48.4 
119. 
108. 
107. 
108, 
161. 
121. 
" 
97.8 
84.8 
" 
55.6 
144. 
118. 
128. 
327. 
101. 
44,2 
48.4 
58.5 
48.0 
223. 
125. 
100. 
107. 
100. 
165. 
115. 
98.6 
84.8 
81.8 
204. 
(a)  Heat  treated  from  cold  worked  condition. 
hardness  levels  may  be  as  great  as  those  attained for the  cold  worked  condition. 
For  future  studies  of  this  alloy,  heat  treatment  temperatures  of  400-500°C  are 
recommended. 
Microhardness  measurements on specimens  exposed  for 1000 hours  at  200°C 
are  given  in  Table X.  The  hardness  increases in the Au-Cu and Au-Cu-In  systems 
may be due  to a low  temperature  ordering  reaction.  Slight  hardness  increases 
in the  cobalt-containing  alloys  were  attributed  to  precipitation  of  cobalt a d  
or indium  from  solution. 
TABLE X 
MICROHARDNESS OF 1000 HOUR, 200°C OXIDATION  SPECIMENS 
~.~ 
Material Microhardness , (HK) 
Desig- Nominal  Compo- Cold 200oc , 
nation sition, wt.% Worked(a) 1000 hours 
~ ~~~ 
Au-  1A 
Au-~B 
Au- 3 
Au-4 
Au- 5 
Au- 6 
Au- 8 
Au-  11 
Au-  12 
Au- 19.  OAg 
Au- 12.1Cu 
Au-19.3Ag-2.05In 
Au-12.3Cu-2.23In 
Au-1.OCo-1.OIn 
Au-0 .5  Zr 
Au-2.5  Zr 
Au-19.4Ag-1.64Zr 
Au- 1 .OCO 
110. 
225. 
157. 
235. 
107. 
131. 
118. 
179. 
194. 
94.7 
232. 
110. 
257. 
116. 
134. 
110. 
195. 
145. 
" . 
Based  on  resistivity,  hardness  data,  and  microstructural  examination  it 
is  believed  that  no  significant  precipitation  occurred  at  2OO0C  for  Au-0.5Zr. 
The  small  hardness  decrease  may  have  been  due  to  the  onset  of  recrystalliza- 
tion.  The  Au-2.5Zr  alloy  definitely  gave  evidence of  precipitation  hardening 
at  20OoC.  This  is in  agreement  with  resistivity  data. 
Microhardness  measurements on the  Au-Co  electroplates  gave  median  values 
of (HK)lo= 172  for  Autronex  CI  and (HK)lo = 195  for  Autronex C.  The latter 
value  is  slightly  lower  than  the  range  of 200-240  quoted by  Sel-Rex.  The ac- 
tual  difference  is  even  greater  since a correction  factor of - 10 percent 
(Ref.2)  downward  should  be  applied  to the present  data  in  order  to  compare 
measurements  at 10 grams with  Sel-Rex data  for 25 grams.  Similar  corrections 
should  be  made  to  the  data for  Autronex CI but  the  "corrected"  value  of % = 155 
is  within  the  expected  range  of  130-170. 
Plating  thickness  measurements.--Plating  thicknesses  were  measured  from 
metallographic  cross  sections.  Median  values  for  the  nominal 50, 100,  and  200 
microinch  Autronix  CI  deposits  were 81, 135, and 250  microinches  respectively. 
As  indicated  earlier  the  higher  values  were  due  to  higher  than  expected  plat- 
ing  rates.  The  experimental  values  of  plating  rates  determined  gravimetrically 
~ ~~ 
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are in good  agreement with the  measured  plating  thicknesses. 
Thicknesses  for  the  Autronex C deposits  were  55,  102,  and 204 microinches. 
These  values  are in ,good  agreement with  measured  plating  rates  which  were  de- 
termined  before  the  test  specimens were plated. 
Porosity.--Po.rosity of the  electrodeposits  was  determined  by  standard  elec- 
trographic  printing  techniques.  Kodak  dye  transfer  paper  was  used  with  the  fol- 
lowing  electrolyte: 
1.0 wt.% NaCl 
5.0 wt.% Na2C03 
Balance H20. 
Prints  were  made  at  current  density  of  10  ma/cm2  at 6v d-c open-circuit  poten- 
tial  and an electrolysis  time  of 30 seconds.  Each  print  was  developed  in a
solution  of 1 wt.% dimethylglyoxime  in  ethyl  alcohol.  Pores  were  counted 
under a 40X stereo  viewer. 
Results  for  both  series of Au-Co  electroplates  are  given  in  Table XI to- 
gether  with  surface  roughness  measurements. 
TABLE XI 
POROSITY  MEASUREMENTS OF Au-CO ELECTROPLATES 
"- " - 
I . . -
Roughness , Plating 
Sub-  microinches Thickness,  Pore  Density, 
Electroplate  strCLA microinches  number  pcm2
~ 
~ 
Autronex  CI cu 5.5 
cu 5.5 
cu 5.0 
Autronex CI Ni  12. 81  2a3a3a2a2 
Ni 12. 135  0,0,1,1,2, ,4,4,6,13 
Ni  12. 250  OaOaO,1,1a1a2,2a2 
Autronex C cu 6.5 
cu 6.2 
cu 6.5 
Autronex C  Ni 8.3 
Ni 7.5 
Ni 10. 
55 6,9,10,13,13,15,15,15,25 
10  2  0,0,1,3,4,5,6,6,11 
204 0,1,2,2,2,2,2 
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Sliding  Contact  Studies 
Test  conditions.--All  sliding  tests  were  made  under  closely  controlled  en- 
vironmental  conditions  of  either  high  purity N220 02 or high  vacuum.  The N - 
20 02 was  mixed  from  high-purity  nitrogen  and  oxygen  (Matheson)  in a  all-gfass 
and  stainless  steel  dilution  system.  Maximum  impurity  content  of  the  gas  was 
estimated  to  be < 10 ppm,  with  argon  and  C02  as  the  primary  impurities. All 
tests in this  environment  were  conducted  under  a  continuous  gas  flow  of - 7 mlfminut e. 
Vacuum  environments  were  obtained  from  a 600 Rlsec  Ultek  ion  pumping  sys- 
tem. Vacuum  sliding  tests  were  made  in  a  continuously  pumped  system.  Neither 
the  specimens  nor  the  test  chamber  were  baked  prior  to  testing  as  it  was  in- 
tended  that  any  unique  effects  of  residual  surface  films  should  be  reflected 
in the  measurements. 
The  test  chamber  which  was  available  from  earlier  studies  at  Battelle  was 
designed  according  to  ultrahigh  vacuum  principles.  Stainless  steel,  glass 
(viewing  ports),  and  alumina  (insulators,  electrical  feed-throughs) were  the 
only  materials  of  construction.  This  assured  virtually  complete  elimination  of 
contaminants, particularly organics. Typical test vacuum was about torr. 
The  contacts  were  mounted  in  a  90-degree  crossed-rod  configuration  with 
one  contact  movable  in  reciprocating  sliding  over  a  1  cm  wear  track.  The 
"stationary"  contact  was  dead-weight  loaded  to  provide  a  constant  and  known 
normal  contact  force.  This  "Stationary"  assembly  was  mounted on  a parallelo- 
gram  arrangement  of  four  leaf  springs  to  which  was  attached  a  differential 
transformer (LVDT)  core.  Movement of the  "stationary"  contact  by  a  horizontal 
frictional  force  gave a corresponding  movement  of  the LVDT core.  This  in  turn 
produced  an  electrical  output  from a matched  concentric  coil  mounted  outside 
the  test  chamber.  The  DC  component  of  the  coil  output  gave  a  very  accurate 
measurement  of  friction  forces. 
Contact  resistance  was  measured  under  dry  circuit  conditions  by  the  four- 
wire technique.  This  provided a true  measurement  of  constriction  and  film  re- 
sistance  without  lead  wire  and/or  bulk  resistance  contributions. 
Both  friction  and  contact  resistance  (noise)  were  continuously  and  simul- 
taneously  recorded on  an  optical  oscillograph  (Sanborn 4500) which  was  driven 
by a  Sanborn  658-3400  medium  gain  amplifier. A Sanborn  transducer  amplifier 
(Model  311A)  was  used  to  obtain  2400 Hz excitation of the  LVDT  and  to  provide 
an amplified DC output  to  the  recorder. A Hewlett-Packard  8875A  high  gain  am- 
plifier  was  used  as  a  preamplifier  for  measuring  contact  noise. 
A summary  of  the  conditions  of  testing  is  given  in  Table XII. As  shown, 
specimens  were  in  sliding  contact  in  two  environments--N2-20 02 at 760 mm Hg 
and  high  vacuum.  Tests in  N2-20 02 were  made  for  100  cycles  while  vacuum  tests 
were  extended  to 500 cycles. The 100 cycle  and  control  specimens  were  subse- 
quently  given  static  exposures  of (1) 1000  hours  at  2OO0C  in  N2-20 02 and (2) 
120 hours  in  flowers  of  sulfur  at  3OoC.  Separate  specimens  were  used  in  each 
test.  Specimen  evaluation  included  contact  resistance  measurements  and  elec- 
trolytic  reduction  of  surface  films. 
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TABLE X I 1  
TEST  CONDITIONS  FOR  SLIDING  CONTACT  STUDIES 
Variab.le Range 
Contact  Force  1-25 grams f o r   i n i t i a l   s t u d i e s ;   c o n s t a n t   f o r c e   o f  
14 grams f o r  d e t a i l e d  materials eva lua t ion  
S l i d i n g  Speed  0.01-1  cm/sec f o r  i n i t i a l  s tud ies ;   cons tan t   speed  
of 1 cm/sec for  de ta i led  mater ia l s  eva luaf jons  
Environment (1) N2-20 02 a t  760 mm Hg a t  25OC for   100   cyc les  
(2) N2-20 0 2 a t  760 mm Hg a t  200°C f o r  1000 hours 
for bo th  bes t  and control  specimens 
( 3 )  N2-20.9-40  ppb s8 a t  3 O o C  for  100 hours  for  
both t e s t  and control  specimens 
( 4 )  High vacuum - t o r r )   a t  25OC f o r  
500 cyc le s  
E l e c t r i c a l  10 mv dc  open c i r c u i t   v o l t a g e ,  6 ma cu r ren t  
I n i t i a l  s t u d i e s  were made on  the  a l loys  A u - l A  and Au-2B to  eva lua te .  the  
e f f e c t s  o f  (I) con tac t  fo rce  and  (2 )  s l i d ing  speed  ove r  t he  r ange  g iven  in  
Table X I I .  A s  expec ted  there  were no e f f e c t s  o n  f r i c t i o n ,  wear, o r  s ta t ic  
c o n t a c t  r e s i s t a n c e  s t a b i l i t y .  N o i s e  l e v e l s  showed a d e f i n i t e  i n c r e a s e  w i t h  
inc reas ing   s l i d ing   speed   and /o r   dec reas ing   con tac t   fo rce .  However, t h i s  was 
bel ieved t o  be  a lmost  en t i re ly  a .device e f f e c t , r a t h e r  t h a n  a bas ic  change  in  
wear  mechanism. I n  c o n s i d e r a t i o n  o f  t h e s e  f a c t o r s  c o n s t a n t  v a l u e s  o f  s l i d i n g  
speed and contact force were maintained in a l l  s u b s e q u e n t  t e s t s  a t  1 k 0.1 cm/ 
s e c  and 14 f 0.5 grams r e spec t ive ly .  
F r i c t i o n  and c o n t a c t  r e s i s t a n c e  i n  N ? - 2 0 4 . - - T h e  r e s u l t s  o f  a l l  s l i d i n g  
t e s t s  conduc ted  in  the  N2-20 02enviroiment are summarized i n  T a b l e  X I I I .  Only 
t h e  i n i t i a l  (Cycle No. 1) and f i n a l  (Cycle No. 100) s l id ing  parameters  have  
been tabulated,  as t h e s e  a r e  b e l i e v e d  t o  be o f  t h e  g r e a t e s t  p r a c t i c a l  impor- 
t a n c e .  I n i t i a l  f r i c t i o n  v a l u e s  g i v e  a v e r y  s e n s i t i v e  i n d i c a t i o n  o f  the sur -  
face  chemis t ry  of  the  mater ia l s .  F ina l  va lues  g ive  a measure  of  the  e f fec ts  
of s u r f a c e  f i l m  d i s r u p t i o n  by the wear process a s  wel l  as  an increased plough-  
i n g  c o n t r i b u t i o n  t o  f r i c t i o n .  
During 100 cycles  of  s l iding in  N2-20%and also 500 c y c l e s  i n  vacuum t h e  
f r ic t ion   s lowly   bu t   cont inuous ly   increased .  The f ina l   va lues ,   t he re fo re ,   r ep -  
r e sen t  t he  maximum v a l u e s  t o  be expec ted  fo r  s l i d ing  du ra t ions  up t o  t h e  num- 
be r  o f  t e s t  cyc le s  s tud ied .  
Only t h e  c o e f f i c i e n t s  o f  k i n e t i c  f r i c t i o n ,  p k y  a r e  g i v e n  i n  T a b l e  X I I I .  
F o r  c o n n e c t o r - t y p e  a p p l i c a t i o n s  t h e  s t a t i c  c o e f f i c i e n t s  a r e  o f  e q u a l  o r  g r e a t e r  
importance s ince these values  determine maximum i n s e r t i o n  and withdrawal forces. 
The c o e f f i c i e n t  o f  s t a t i c  f r i c t i o n  which i s  a measure of microasperity adhesion 
and degree of junction growth i s  not a constant  but  may vary considerably dur- 
ing even a s i n g l e  wipe  over a wear track. On the  bas i s  o f  t hese  and o t h e r  
s t u d i e s  i t  has  been  found  that   for  most  al loys (> 60-70 w t . %  go ld )   s l i d ing  
under  c lean condi t ions the maximum value  of  pS i s  gene ra l ly  40-50 percent  
greater than  p,k. This was found t o  be t r u e  f o r  tests in both N2-2002and vacu- 
um. 
A rev iew of  the  da ta  in  Table  X I 1 1  shows t h a t  as a group the wrought gold 
a l loys  gave  similar and re la t ive ly  h igh  va lues  of  f r ic t ion .  Wi th  the  excep-  
t i o n  o f  t h e  Au-12.1Cu a l loy  (Tes t s  39 and 40) t h e s e  a l l o y s  g a v e  i n i t i a l  v a l u e s  
of  pk = 1.2-2.0. The  Au-12.1Cu a l l o y  gave  only  s l igh t ly  lower  va lues  of  
pk 1.0. 
No s y s t e m a t i c  v a r i a t i o n  i n  f r i c t i o n  w i t h  m e c h a n i c a l  p r o p e r t i e s  was appar- 
en t .   Al though  the   sof tes t   a l loy  (Au-l.OCo, HK = 107)  gave  the  highest   fr iction, 
t he   ha rdes t   a l l oy  (Au-Cu-In, HK = 235) did  not   give  the  lowest   f r ic t ion.   These 
results a r e  i n  good a g r e e m e n t  w i t h  e a r l i e r  s t u d i e s  a t  B a t t e l l e  on precious 
meta l  contac t  a l loys .  For  mater ia l s  having  a much wider range of mechanical 
p r o p e r t i e s  t h e r e  is genera l ly  no  cor re la t ion  be tween f r ic t ion  and bulk mechani- 
cal  p rope r t i e s .  
The d i f f e rences  among fr ic t ion values  which were observed are  bel ieved to  
be due mainly to  surface phenomena--specif ical ly  surface f i l m  c h a r a c t e r i s t i c s .  
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TABLE  XI11 
SUMMARY OF SIMILAR-METAL  SLIDING  CONTACT  TEST  DATA FOR N2-20 02 ENVIRONMENT 
Sliding  Con- 
Coefficient  tact  Noise, 
Material of Friction,  Peak  to 
Designa-  Nominal Test Clk Static  Con a t  Resis ance, mh2 Peak,  mfl
tion  Compos iti n No* IJ.1 M O O  (Rl)med. AR (R1OO)rned.  AR AR1 4 0 0  
Au- 1A Au- 19.  OAg 37  1.60 2.22 6.3 5.6 3.7 1.9 5.8 4.7 
Au- 1A Au-19.OAg 38 1.74 2.48 6.4 4.9 3.1 1.1 4.9 4.7 
Au-~B Au- 12.1Cu 39  1.02 1.44 6.8 5.4 8.8 2.2 7 .O 7.0 
Au- 2B Au- 12.1Cu 40 0.98 1.96 7.8 6.8 5.6 4.3 9.3 7.0 
Au- 3 Au-19.3Ag-2.5111 41 1.25 1.50 10.4 8.8 7.4 3 .O 6.9 6.9 
Au- 3 Au-19.3Ag-2.05In 42 1.24 1.74 9.2 8.3 7.0 4.6 8.3 5.9 
Au-4 Au-12.3Cu-2.23In 43 1.14 1.77 13.2 24.7 10.4 4.5 18.9 9.4 
Au-4 Au-lE.3Cu-2.23In 44 1.47 1.59 12.4 20.0 10.9 4.3 8.1 9.3 
Au- 3 Au-19.3Ag-2.05In 45 1.38 1.57 8.0 8.6 6.7 3.0 5.8 5.7 
Au- 3 Au-19.3Ag-2.05In 46 1.31 1.63 12.2 7.6 7.5 4.1 8.2 4.7 
Au-4 Au-12.3Cu-2.23In 47 1.22 1.73 12.0 8.1 6.5 3.1 9.3 9.9 
Au-4 Au-12.3Cu-2.23In 48 1.39 1.51 12.6 11.7 8.2 6.6 7.0 9.3 
Au- 5 Au- 1. OCO 49 1.93 1.91 10.3 9.7 7.9 4.1 8.2 11.7 
Au- 5 Au- 1. OCO 50  2.0  2.20 9.6 6.7 8.1 3.5 7.7 8.8 
Au-5 Au- 1. OCo 51  1.93 2.29 10.6 6.5 9.5 4.0 8.3 7.1 
Au- 5 Au-1.OCo 52  1.80 2.18 10.4 10.0 6.8 4.1 7 .O 8.2 
Au- 6 Au-1.OCo-1.OIn 53  1.69 2.00 10.3 12.9 9 .o 6.2 9.3 7.5 
Au- 6 Au-1.OCo-1.OIn 54  1.78 2.02 9.2 13.5 10.1 7.1 8.2 9.3 
Au- 6 Au-1.OCo-1.OIn 55  1.66 1.96 11.1 13.4 8.9 6.6 9.3 8.2 
Au- 6 Au-1.OCo-1.OIn 56 1.87 1.99 7.9 5.3 10.1 7.3 7.0 7.2 
EPI-  100 Au-0. lCo/Cu 76  0.92 1.34 1.6 1.3 1.9 0.9 4.6 5.8 
EPI-  100 Au-0.  lCo/Cu 80  1.03 1.44 1.1 2.3 2.1 1.2 4.5 6.3 
EPI-200 Au-0.  lCo/Cu 82  1.04 1.30 2.2 1.3 4.2 1.2 6.8 6.8 
EPI-  200 Au-0.  lCo/Cu 84 1.15 1.41 1.7 1.3 4.3 2.0 5.2 6.4 
EPI-50 Au-0. lCO/CU 86  0.98 1.17 1.0 0.5 2.5 1.1 4.6 6.9 
EPI-50 Au-0. lCo/CU 88 0.96 1.15 0.9 0.6 2.5 2.8 4.6 8.1 
VI 
Iu 
TABLE  XI11 
(Continued) 
Material 
Designa-  Nominal 
tion  Composition 
Test 
No. 
EPII-100 Au-0.  lCo/Ni 
EPII-  100 Au-0 . lCo/Ni 
EPII-200 Au-O.lCo/Ni 
EPII-200 Au-0.  lCo/Ni 
EPII-  50 Au-0. lCo/Ni 
EPII-50 Au-O.lCo/Ni 
90 
92 
94 
96 
98 
100 
Coefficient 
of Friction, 
I-lk 
p1 Moo 
1.03 1.15 
1.04 1.17 
0.98 1.11 
0.95 1.28 
0.73 1.13 
0.72 1.11 
Sliding  Con- 
tact  Noise, 
Peak to 
Static  Contact  Resistance, m n  Peak, mn 
(Rl)med. AR (R1OO)med. AR 4 &oo 
4.1 1.7 4.9 2.9 7.3 7.3 
3.2 1.7 6.0 2 .o 7.8 7.2 
3.6 2.7 5.0 1.7 8.7 8.0 
3.5 2.7 5.1 3.7 8.1 5.8 
4.7 3.0 6.4 1.5 7.7 7.1 
4.5 3.1 7.2 1.7 8.0 7.3 
EPIII-100 Au-l.OCo/Cu 102 0.96 1.72 1.7 0.9 2 .o 2.0 4.6 5.8 
EPIII-  100 Au- 1 .OCO/Cu 104 0.84 1.68 2.1 1.3 1.6 1.0 4.6 4.6 
EPIII-200 Au-l.OCo/Cu 106 1.02 0.68 2.8 1.8 4.4 4.5 5.3 5.8 
EPIII-200 Au-l.OCO/Cu 108 1.08 1.81 2.6 2.2 1.8 2.0 6.0 6.0 
EPIII-50 AU-l.OCO/Cu 110 0.83 1.19 1.3 0.4 2 .o 2.6 4.6 6.9 
EPIII-  50 Au- l.OCO/ CU 112 0.76 1.23 1.9 0.2 4.7 3.4 5.2 6.9 
Au- 8 Au-0 .5 Zr 114 1.88 2.30 6.5 6.0 4.4 2.5 9.3 6.9 
Au- 8 Au-0 ,5Zr 116 1.63 2.50 8.0 5.7 4.9 2.8 9.3 7.5 
Au-11 Au-2.5Zr 118 1.30 1.36 20.0 11.0 22.1 15.4 24.0 21.6 
Au-11 Au-2.5  Zr 120 1.25 1.42 24.0 13.2 20.7 16.0 24.0 24.2 
Au- 12 Au-19.4Ag-1.64Zr 122 0.96 0.44 8.9 7.9 16.1 18.6 10.6 42.5 
For  example  the  l igh t ly  a l loyed  mater ia l s  such  as Au-l.OCo, Au-0.5Zr,  and Au- 
2.5Zr might be expected to  have the least amount of r e s idua l  ox ide  o r  o the r  
inorganic   sur face   f i lms  and t h e r e f o r e  r e l a t i v e l y  h i g h  f r i c t i o n .  However, in-  
c r e a s e d  a l l o y i n g  l e v e l s  of these  reac t ive  e lements  should  favor  res idua l  or  
s l iding-induced f i lms.  T h i s  may expla in  the  much lower f r i c t i o n  o f  t h e  Au- 
2.5Zr a l l o y  compared t o  Au-0.5Zr. 
A similar argument may be used t o  e x p l a i n  t h e  l o w e r  f r i c t i o n  o f  Au-Ag- 
In   ve r sus  Au-Ag. I n  N2-200 Ag20 i s  no t   t he rmodynamica l ly   s t ab le   a t   l ea s t  
a s  a th i ck  f i lm  on these  a l f iy s .  A l loy ing  add i t ions  pa r t i cu la r ly  those  such  
as indium, having a low sur face  energy  would be expec ted  to  increase  sur face  
r e a c t i v i t y  s i g n i f i c a n t l y .  I n  a t  l e a s t  two cases--Au-Ag-In  and  Au-Co-In--such 
a n  e f f e c t  was oberved. 
The lower f r i c t i o n  of t he  Au-12.1Cu a l l o y  is  b e l i e v e d  t o  be  due t o  a re -  
s i d u a l  Cu 0 t h i n  f i l m  (10-15A) and/or  a sl iding  induced  oxide  f i lm. The 
s l i g h t l y  t i g h e r  f r i c t i o n  of the Au-Cu-In a l l o y  was thought  to  be due t o  an 
i n h i b i t i o n  of Cu20 formation. Such an  e f f ec t  was pa r t i a l ly  conf i rmed  for 
"thick" oxide f i lms in  subsequent  2OO0C oxidation exposures.  
As  a second c lass  of  mater ia l s ,  the  gold  e lec t ropla tes  showed gene ra l ly  
lower   f r i c t ion   l eve l s   t han   t he  wrought a l l o y s   i n   t h e  same environment.  Ini- 
t i a l  values of pk were gene ra l ly  l e s s  t han  1.1. The 100 cycle  va lues  were  a l -  
so significantly  lower  than  comparable  values  for  the  wrought  al loys.   If   the 
p reced ing  conc lus ions  abou t  t he  f r i c t ion  of  wrought a l l o y s  a r e  c o r r e c t ,  t h e  
r e s u l t s  f o r  t h e  e l e c t r o p l a t e s  would sugges t  tha t  these  mater ia l s  possess  a 
un ique  sur face  chemis t ry  which  d is t inguishes  the  e lec t ropla tes  from t h e  wrought 
a l loys .  A l though  the  f r i c t ion  o f  t he  e l ec t rop la t e s  was high compared t o  what 
might  be  expected  for  boundary  lubricated  conditions  (pk 0.3), t h e   f u l l  s i g -  
n i f i cance  o f  t hese  r e su l t s  was rea l ized  in  the  wear  and s u r f a c e  s t u d i e s  d i s -  
cussed below. 
There appeared to be e f f e c t s  of  both plat ing thickness  and s u b s t r a t e  ma-  
t e r i a l  on f r i c t i o n .  F r i c t i o n  g e n e r a l l y  t e n d e d  t o  i n c r e a s e  w i t h  i n c r e a s i n g  
p l a t ing  th i ckness  and to  decrease  wi th  increas ing  subs t ra te  hardness  and/or  
e l a s t i c  modulus.  Lowest f r i c t i o n  l e v e l s  were obtained with the harder  nickel  
(HK = 270) s u b s t r a t e  and the  th inne r  e l ec t rop la t e s .  Th i s  i s  be l ieved   to  be 
due t o  a d e c r e a s e  i n  t h e  t r u e  c o n t a c t  a r e a  which should be determined i n  p a r t  
by the mechanical  propert ies  of  the substrate .  With increasing plat ing thick-  
nes s  the  subs t r a t e  i s  expected to  have a dec reas ing  e f f ec t  on the  con tac t  area 
w i t h  t h e  r e s u l t  t h a t  f r i c t i o n  and wear should more largely be dependent on the  
p r o p e r t i e s  of t h e  e l e c t r o p l a t e .  The s i m i l a r i t y  i n  m e c h a n i c a l  p r o p e r t i e s  of 
t he  Au-Co e l e c t r o p l a t e s  and copper may exp la in  the  sma l l e r  e f f ec t  of thickness 
than observed with the Au-Co/Ni systems. 
A l l  o f  t he  go ld  e l ec t rop la t e s  t ended  to  show lower and  more s t a b l e  con- 
tact  r e s i s t ance  than  the  wrought a l loys.  Noise levels  were also very low com- 
pared to  the design requirements  of  10-20 I& which are present ly  being used in  
h i g h  r e l i a b i l i t y  s l i d i n g  s y s t e m s .  Most of  the  wrought  alloys,  however, would 
be acceptab le  on t h i s  b a s i s .  
The  absolute  value  of  contact  resistance  may  be  determined  by two compo- 
nents--the  constriction  resistance  and  surface  film  contributions.  The  con- 
striction  resistance is directly  proportional  to  the  bulk  resistivity  of  the 
material  and  inversely  proportional  to  the  size  of  the  true  contact area(s). 
It is,  therefore,  easy  to  understand  that  the  magnitude  of  the  static  resis- 
txne should  be  different  for  alloys  of  different  resistivities  as  shown in 
Table VI. This  explains  the  high  contact  resistance of the  Au-2.523  alloy 
which is  close  to  the  theoretical  constriction  resistance  value  of 20-30 a. 
Of  the  wrought  alloys,  Au-19.OAg which had  the  lowest  resistivity  also  showed 
the  lowest  contact  resistance.  All  of  the  other  alloys  showed  about  the  ex- 
pected  values  indicating  very  small  surface  film  contributions. 
It is  interesting  to  note  that  the  Au-Go  electroplates  gave  contact  re- 
sistances  considerably  lower  than  expected  based on compositions. Median 
values  for  the  Au-I.OCo  electroplate  (actually 0.76Co) were 1/4-1/5 those  for 
the  Au-1.OCo  wrought  alloy.  This  suggests  that  the  resistivity of the Au-Co 
electroplates  is  much  lower  than  that  characterfstic  of  a  solid  solution  al- 
loy.  This  leads  to  the  conclusion  that  the  electroplate  may  be  structurally 
similar  to  a  two-phase or overaged  alloy  containing  virtually  pure  cobalt 
dispersed  in  a  matrix  of  very  high  gold  content. 
It is  also  of  interest  to  note  the  effect  of  the  substrate  on  contact  re- 
sistance.  Electroplates on  copper  repeatedly  showed  lower  contact  resistance 
than  those on nickel.  This  difference  cannot  be  attributed  to  differences in 
the  areas  of  contact  and  nust  be  due  primarily  to  the  lower  resistivity  of  cop- 
per.  Ths  explanation  is  believed  to  be in the  fact  that  thin  coatings  do  not 
satisfy  the  definition  of  a  "long"  constriction  (Ref. 3) for  which  the  simple 
constriction  resistance  equation  applies. It is  expected  that in  most  practi- 
cal plated  systems  (thickness < 200  microinches)  the  long  constriction  condi- 
tion  will  not  be  met.  Therefore,  the  substrate  should  affect  contact  resis- 
tance  mainly  by  its  bulk  resistivity  as  well  as  by a small  effect on the  size 
of  the  contact  areas. 
Analysis  of  contact  resistance  stability  is  not  quite  as  straightforward. 
It  has  been  concluded  that  the  major  cause of  variations  in  contact  resistance 
in these  sliding  systems  was  a  wear  particle  effect.  The  process  of  formation 
of  loose  wear  debris  and  its  finite  residence  tine in the  contact  area  is  be- 
lieved  to  have  produced  the  observed  variations. In extreme  circumstances,  it 
has  been  shown  that  very  fine  metallic  wear  particles can increase  contact  re- 
sistance  and  noise  levels  by  nearly an order  of  magnitude  above  theoretical 
values  (Ref. 4 ) .  This  is  due  to  the  fact  that  each  particle  gives  rise  to a 
double  constriction  resistance  proportional  to  the  resistivity  of  the wear par- 
ticle  and  inversely  proportional  to  its mean size. An array  of  particles  in 
the  contact  gap  may  increase  the  contact  resistance  far  in  excess  of  a  single 
particle  effect. 
As  a  result  of  these  effects  the  following  resistance  characteristics  of 
sliding  systems  might  be  expected: 
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(1) Materials  having a- high  bulk  resisitivity  may  show  increased  noise 
levels  and  static  resistance  variations. 
(2) A decrease  in wear particle  size  should  increase  resistance  vari- 
ations. 
(3) An increase in the  number  of  loose  wear  particles  should  increase 
resistance  variations. 
( 4 )  Alloying  or  surface  chemistry  changes  tending  to  lower  the  surface 
energy  of  the  system  should  decrease  wear  particle  size  (Ref. 5) 
and  give a  corresponding  increase  in  resistance  variations. 
It is  believed  that  most of these  effects  were  actually  observed  in  these 
studies. For example,  the  lowest  noise  levels  in  the  wrought  alloys  were  shown 
by  the  Au-19.0Ag  alloy.  Not  only  did  this  alloy  have  the  lowest  resistivity, 
it  also  gave (1) very  few  loose  wear  particles,  and (2) the  largest  wear  par- 
ticles.  Exactly  the  reverse  situation  was  found  for  both  the  Au-2.5Zr  and  Au- 
19.4Ag-1.64Zr  alloys. 
All  of  the  indium  containing  alloys  showed  increased  values  of AR which 
could  be  qualitatively  related  to  a  greater  propensity  for  loose  wear  particle 
generation.  This  was  believed  related  to (1) a  decreased  surface  energy  due 
to  solid  solution  indium  addition  andfor (2) a  decreased  surface  energy  due  to 
residual  surface  films. 
The  lowest  values of AR were  shown by  the  electroplates.  This was  attrib- 
uted  to (1) a  low  alloy  resistivity, (2) a  unique  wear  mode,  and (3)  a  very 
small  number  of  loose  wear  particles. 
- Friction . ~ . ~ .  ~ and contact  resistance  in  vacuum.--Results  for  the  vacuum  slid- 
ing  experiments  are  given  in  Table XIV. In general  the  same  conclusions  were 
reached  from  these  experiments  that  were  reached  in  the  N2-20 0  tests. 
For the  wrought  alloys  except  Au-19.0Ag  both  the  initial  friction  levels 
and  the  rate of  friction  increase  were  greater  in  vacuum  than  in  air.  This 
is  believed  to  reflect a  greater  rate  of  residual  surface  films  disruption  and 
a  lower  reoontamination  rate  in  vacuum. 
Static  contact  resistance  variations  of  the  wrought  alloys  were  lower  in 
vacuum  than  in  N2-20  02.  This  was  attributed  to  predominantly  adhesive  wear 
and  very  few wear particles. It is  interesting  to  note  that  the  indium-con- 
taining  alloys  continued  to show  higher  values  of AR suggesting  a  very  defi- 
nite  effect of low  surface  energy  additions  on wear particle  size. 
Even  in  vacuum  the  electroplates  performed  quite  well  and  were  the  only 
materials  systems  which  gave  initial  friction  values  close  to  those  obtained 
in  N2-20 02. The  rate  of  frictiop  increase  was  also  comparable  in  both  environ- 
ments.  This  lends  support  to  the  thesis  that  the  performance of these  materi- 
als is  due  to an unique  surface  chemistry  which  is  not  related  to  the  test  en- 
vironment  but  is  a  result  of  the  electroplating  process. 
TABLE X I V  
SUMMARY OF  SIMILAR-METAL SLIDING CONTACT TEST DATA FOR V A C m  ENVIRONMENT 
Coeff ic ient   of   Sl iding  Contact   Noise  
Test Vacuum, F r i c t i o n ,  L L ~  Sta t i c   Con tac t   Res i s t aGce ,  m n  Peak t o  Peak, m n  
M a t e r i a l  No. t o r r   p 1  1.1100 p500 (Rl)med. AR (R1OO)med. AR (R500)med. AR AR1 ARIOO AR500 - 
Au- 1 A  65 
Au-1A 66 
Au-2B  67 
Au-2B 68 
Au- 3 69 
Au- 3 70 
Au-4 7 1  
Au-4 72 
Au-5 73 
Au- 5 74 
Au- 6 77  
Au- 6  78 
EPI-  100 75 
EPI -  100 79 
EPI-200 8 1  
EPI-200  83 
EPI-50  85 
EPI-50  87 
EPII-100  89 
EPII-100  91 
EPII-200  93 
EPII-200  95 
EPII- 50 97 
EPII-50 99 
EPIII-100  101 
EPIII-100  103 
EPIII-200  105 
EPIII-200  107 
EPIII-50  109 
EPIII-50 111 
Au-8 113 
Au- 8  115 
Au- 11 1 1 7  
Au-11 119 
Au- 12  121 
3.6 x 10" 
1.8 x 
3.8 x 
3.6 x 
4.0 x 
1.8 x 10-7 
9.0 x 10-8 
1.0 x 10-8 
1.0 x 10-7 
3.6 x 10-7 
2.2 x 10-8 
4.4 x 10-7 
1.4 x 10-7 
5.8 x lom8 
7.6 x 
8.6 x 
7.2 x 
1.0 x 10-7 
5.7 x 10-8 
9.0 x 10-8 
1.0 x 10-7 
2.0 x 10-7 
2.8 x 10-7 
2.0 x 10-7 
4.6 x 10-7 
1.0 x 10-7 
1.0 x 10-7 
1.0 x 10-8 
2.0 x 10-7 
1.0 x 10-7 
2.6 x 10-7 
6.0 x 
8.0 x 
5.0 x 
7.2 x 
1.93 2.20 2 .77  
1.69 2.17 2.41 
1.48 2.10 3.20 
1.59 2.03 2.90 
1.50 2.00 2.25 
1.39 2.15 2.40 
1.03 1.80 1.80 
1.32 1.75 1.93 
2.16 2.50 2 .72  
1 .93 2.38 3.40 
1.73 2.30 2.76 
1.74 1.97 2.89 
1.17 1.17 1.11 
1.45 1.45 1.59 
1.37 1.63 1.89 
1.63 1.63 1.83 
1.37 1 .17  1.44 
1.22 1.28 2.05 
1.15 1.35 1.48 
1.19 1.20 1.33 
1.13 1.26 1.32 
0.93 1.19 1.19 
0.95 1.28 1.35 
0.87 1.12 1.30 
1.24 1 . 7 2  1.37 
1.06 1.57 1.73 
1.27 1.65 2.04 
1.13 1.59 1.70 
1.00 1.53 1.77 
0.95 1.23 2.24 
1.83 2.34 2.24 
1.88 2.40 2.40 
1.23 1.62 1.79 
1.30 1.47 2.17 
1.04 1.28 2.09 
5.2 
4.6 
7 .O 
4.6 
8.9 
7 .2  
9.8 
8.0 
9.1 
9.5 
8.5 
10.4 
1.0 
1.3 
1.6 
2 .o 
0.9 
0.9 
3.9 
3.2 
4.0 
6.9 
3.7 
5.7 
2 . 1  
2.4 
2.4 
2.9 
1.6 
1.4 
6.7 
6.6 
24.0 
22.3 
8.2 
5.3 
4.1 
6.7 
5.4 
11.2 
10.1 
11 .7  
8.6 
6.5 
4.6 
11.7 
10.6 
1.2 
0.9 
1.6 
1.5 
0.4 
1.8 
2.4 
3.8 
2.9 
3.2 
3.7 
3.7 
0.7 
1.5 
1.3 
1.2 
0.7 
0.9 
9.0 
7.5 
16.5 
13.8 
2.7 
2.6 
2.1 
4.6 
4.4 
4.3 
2.9 
6.3 
4.7 
4.4 
5.6 
6.0 
6.7 
2.7 
2.2 
2.3 
2.2 
2 . 1  
1 .8  
5.8 
6.8 
4.4 
5.4 
6.3 
5.8 
2 .1  
2.7 
2.8 
3.2 
1.6 
4.9 
3.3 
2.8 
18.5 
20.6 
7.9 
1 .6  
2.P 
1 .6  
2 . 5  
3.8 
2.8 
5. 
4. 
5.1 
4. 
2. 
2. 
3.0 
2.6 
2.9 
1.B 
1. Ij 
2.8 
1.9 
0.Q 
4.1; 
6.0 
2.8 
12 .B 
11.8 
3.g 
1.3 
2.2 
1.3 
2 .o 
2.7 
1.9 
3.1 
3.3 
3.9 
2.2 
1.8 
3.7 
5.3 
3.5 
1.6 
1.8 
2.0 
1.1 
5.3 
5.1 
4.1 
4.7 
5.0 
5.1 
6.0 
5.7 
1.9 
3.6 
2.8 
1.6 
3.6 
3.2 
17.8 
17.8 
7.9 
3.5 
3.8 
4.9 
2.0 
2.6 
1.4 
2.2 
2.0 
1 .2  
3 .8  
1 .6  
2.0 
2.4 
1.5 
1.6 
1.1 
4.2 
1.4 
2.1 
1.9 
2.5 
2.8 
4.0 
3.0 
3.3 
1.4 
1.9 
3.4 
2.9 
4.7 
3.4 
2.0 
12.4 
14.2 
6.1 
9.3 
9.2 
8.9 
11.0 
11.9 
9.3 
11.4 
12.5 
10.2 
10.4 
11.6 
11.6 
4.5 
5.2 
5.7 
4.5 
4.6 
4.6 
6.9 
7.1 
7.2 
8.3 
6.9 
8.3 
4.6 
4.6 
5.2 
5.8 
4.6 
5.7 
9.3 
8.1 
16.8 
21.6 
9 .o 
9.2 
8.0 
11.2 
9.3 
7.1 
5.8 
11.4 
11.4 
9.1 
9.3 
8.1 
9.3 
6.8 
5.8 
6.8 
6.3 
9.3 
8.7 
6.9 
7.1 
7.2 
7.1 
6.4 
7 . 1  
6.4 
5.8 
5.8 
7.0 
4.6 
8.9 
6.9 
5.2 
13.2 
20.4 
10.4 
8.2 
7.5 
8.9 
10.4 
7.1 
7.0 
18.5 
13.6 
7.4 
6.9 
6.9 
6.9 
6.8 
6.9 
6.8 
6.3 
9.8 
5.8 
8.1 
8.3 
8.4 
7.1 
7.5 
7.1 
6.9 
5.8 
5.8 
7.0 
6.9 
7.7 
6.9 
7.1 I 
19 2 
19.2 
9.8 
=.--Results of wear scar measurements are given in Tables XV and XVI. 
In  both  envi ronments  the  da ta  can  c lear ly  be s e p a r a t e d  i n t o  two groups--one 
f o r  t h e  wrought  a l loys and another  for  the electroplates .  While  differences 
were found within each group,  as  expected,  the electroplates  consis tent ly  gave 
much lower wear rates.  
No co r re l a t ion  o f  wear r a t e s  w i t h  e i t h e r  f r i c t i o n  o r  h a r d n e s s  was appar- 
ent .  While  data  for  the wrought  a l loys show the  general   trend  toward  lower 
wear  with  increasing  hardness,   exceptions  were  observed.  For  example,   the  wear 
ra te  of t he  ha rdes t  alloy--Au-Cu-In--was higher than the Au-Cu b inary  a l loy .  
The Au-Co-In a l l o y  which had a r e l a t i v e l y  low hardness showed one of the lower 
wear  ra tes  whi le  the  b inary  Au-Co a l l o y  gave one of t he  h ighes t  r a t e s .  
Such " r e v e r s a l s "  i n  w e a r  c h a r a c t e r i s t i c s  from classical  behavior  have been 
commonly observed among spec i f i c  c l a s ses  o f  con tac t  a l loys  such  a s  the  go ld -  
b a s e  a l l o y s  a s  o n e  c l a s s  and  palladium-base  alloys as another.  While  hardness 
i s  of  unquest ionable  importance to  contact  wear ,  surface chemistry and surface 
mechan ica l  p rope r t i e s  a re  be l i eved  to  be of  even greater  importance in  deter-  
min ing  contac t  wear  charac te r i s t ics .  
I n  vacuum the  d i f f e rences  in  wea r  r a t e s  among the  wrought a l loys were con- 
s i d e r a b l y  l e s s  t h a n  i n  N2-20 02.  This was probably  due t o  a lower  recontamina- 
t i o n  r a t e  by r e s i d u a l  g a s e s  r e s u l t i n g  i n  a smal le r  in f luence  of  sur face  f i lms .  
Photographs of typical wear features on each of the wrought alloys are 
shown i n  F i g u r e s  3 and 4 .  The severe wear  and relat ively large amounts of  
l oose  wea r  deb r i s  pa r t i cu la r ly  in  N2-20  02 a re  ev iden t .  
I n  c o n t r a s t  i s  tho  l e s s  s eve re  wear of  a l l  Au-Co e l e c t r o p l a t e s  a s  shown 
i n  F i g u r e s  5-7. It should  be  noted  tha t  these  photographs  a re  a t  h igher  mag- 
n i f i c a t i o n  t h a n  used f o r  t h e  wrought  alloys. The wear f ea tu res  of  t h e  e l e c -  
t r o p l a t e s  assumed an almost burnished appearance somewhat c h a r a c t e r i s t i c  of 
go ld   lubr ica ted  by a marginal  boundary  lubricant.   This i s  shown i n  F i g u r e s  
5b-e f o r  t h e  100  and 200-microinch plates.  
Wi th in  100  cyc les  of  s l id ing  in  N2-20  2 breakthrough to the substrate oc- 
curred on the 50-microinch Au-O.lCo/Cu p la t e  r e su l t i ng  in  the  seve re  wea r  shown 
i n  F i g u r e  5a. The dark color  of t he  wear t r a c k  was produced by exposing the 
specimen to  f lowers  of  su l fur  in  order  to  demonst ra te  the  consequence  of  severe  
wear.  Exposures of t h e  t h i c k e r  p l a t e s  f a i l e d  t o  p r o d u c e  v i s i b l e  t a r n i s h  films. 
For vacuum s l id ing  the  wea r  mode was unchanged a t  l e a s t  up t o  t h e  p o i n t  
of  coating  breakthrough. The 50-microinch  coating  (not shown) gave  cata- 
s t r o p h i c  f a i l u r e ,  and the 100-microinch plate showed def in i te  breakthrough 
wi th in  500 cycles   (Figure  6d) .   Relat ively good d u r a b i l i t y  i n  vacuum s l i d i n g  
was shown by t h e  .2OO-microinch p l a t e .  
The lower wear  ra tes  for  Au-O.1Co on  n i cke l  a r e  ev iden t  i n  F igu re  7 par-  
t i c u l a r l y  f o r  t h e  t h i n n e r  p l a t e s .  C a t a s t r o p h i c  f a i l u r e  d i d  n o t  o c c u r  i n  e i t h e r  
N2-20 02 o r  vacuum wi th  the  ha rde r  n i cke l  subs t r a t e ,  a t  a l l  t h i c k n e s s e s .  
TABLE XV 
SUMMARY OF SIMILAR-METAL WEAR DATA FOR N2-20 q2ENVIRONMENT 
Material  Wear  Scar  Initial 
Nominal  Test  WidthAfterM crohardness, 
Designation  C mposition No. 100 Cycles  (cm) (92100 
Au- 1A 
AU - 1A 
Au-2B 
Au-2B 
Au-3 
Au-3 
Au-4 
Au-4 
Au- 3 
Au-3 
Au-4 
Au-4 
Au-5 
Au-5 
Au-  5 
Au-5 
Au-6 
Au-6 
AU -6 
Au- 6 
EPI-100 
EPI-100 
EPI-200 
EPI-200 
EPI-50 
EPI-50 
EPII-100 
EPII-100 
EPII-200 
EPII-200 
EPII-50 
EPII-50 
EPIII-100 
EPIII-100 
Au- 19.  OAg 
Au- 19.  OAg 
Au- 12.1Cu 
Au- 12. 1Cu 
Au-19.3Ag-2.05In 
Au- 19.3Ag-2.05In 
Au-12.3Cu-2.23In 
Au-12.3Cu-2.23In 
Au-19.3Ag-2.05In 
Au-19.3Ag-2.05In 
Au-12.3Cu-2.23In 
Au-12.3Cu-2.23In 
Au- 1. OCO 
Au- 1.  OCO 
Au- 1.  OCO 
Au- 1.  OCO 
Au- 1. OCo-  1.  OIn 
Au-l.0Co-1.  OIn 
Au-l.OCo-1.OIn 
Au-l.0Co-1.  OIn 
Au- O.lCo/  CU 
Ditto 
11 
I 1  
I I  
I I  
Au-0.  1Co/Ni 
Dit  to 
I I  
11 
I t  
I I  
Au- 1. OCO/ CU 
Ditto 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 
48 
49 
50 
51 
52 
53 
54 
55 
56 
76 
80 
82 
84 
86 
88 
90 
92 
94 
96 
98 
100 
102 
104 
0.0145 
0.0143 
0.0089 
0.0082 
0.0127 
0,0115 
0.0107 
0.0112 
0.0135 
0.0127 
0.0107 
0.0110 
0.0186 
0.0184 
0,0157 
0.0160 
0.0089 
0.0094 
0.0097 
0.0099 
0.0057 
0.0055 
0.0060 
0.0051 
0.0094 
0.0096 
0.0056 
0.0071 
0.0053 
0.0046 
0.0056. 
0.0058 
0.0063 
0.0061 
110 
110 
225 
225 
157 
157 
235 
235 
157 
157 
235 
235 
102 
102 
102 
102 
131 
131 
131 
131 
150(a) 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
195 
195 
_____ -~ . . .  . ~ " - - " i _ . ~  .~ ~  . .~ ___ . .  . . .  
(a) Estimated  value  corrected  to  100-gram  Knoop. 
TABLE  XVI 
Material 
Nomina 1 Test  Vacuum,  Wear  Scar  Width 
Designation .. - . -  . . "  Composition No. torr After 500 Cycles, cm 
~~~~ . .  
Au- 1A 
Au- 1A 
Au-2B 
Au-2B 
Au-3 
Au-3 
Au- 4 
Au-4 
Au-5 
Au-5 
Au- 6 
Au-6 
EPI-100 
EPI-100 
EPI - 2 00 
EPI-200 
EPI-50 
EPI-50 
EPII-100 
EPII-100 
EPII-200 
EPII-200 
EPII-50 
EPII-50 
EPIII-100 
EPIII-  100 
Au- 19.  OAg 
Au- 12. ~ C U  
Au-19.3Ag-2.05In 
Au-12.3Cu-2.23In 
Au- 1. OCO 
Au- 1. OCo-  1. OIn 
Au-0. lCo/CU 
Ditto 
II 
II 
II 
II 
Au-O.lCo/Ni 
Ditto 
I 1  
II 
II 
11 
Au-  I.OCo/Ni 
Ditto 
65 
66 
67 
68 
69 
70 
71 
72 
73 
74 
77 
78 
75 
79 
81 
83 
85 
87 
89 
91 
93 
95 
97 
99 
101 
103 
3.6 x 10-7 
1.8 x 10-7 
2.0 x 10-8 
9.0 x 10-8 
1.0 x 10-8 
1.0 x 10-7 
3.6 x 10-7 
2.2 x 10-8 
4.4 x 10-7 
1.4 x 10-7 
3.8 x 
3.6 x 
4.0 x 
5.8 x 
7.6 x 
8.6 x 
7.2 x 
1.0 x 10-7 
5.7 x 10-8 
9.0 x 10-8 
1.0 x 10-7 
2.0 x 10-7 
2.8 x 10-7 
6.0 x 
8.0 x 
0.0371 
0.0381 
0.0328 
0.0225 
0,0280 
0.0292 
0.0201 
0.0268 
0.0440 
0.0260 
0.0226 
0.0254 
0.0120 
0.0117 
0.0085 
0.0084 
0.0228 
0.0239 
0 .  or32 
0.0130 
0.0101 
0.0097 
0.0157 
0.0113 
0.0078 
0.0082 
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Moveable Rider 
lOOX 
a. Au-19.0Ag 
lOOX 
100X 
b. Au-19.3Ag-2.05In 
100X 
lOOX 
c. Au-I. OCo 
lOOX 
FIGURE 3. WEAR OF WROUGHT GOLD ALLOYS IN N2-20 02. 100 CYCLES 
j 
---- ---~ 
Moveable Rider 
lOOX lOOX 
d. Au-12.lCu 
lOOX 
e. Au-12. 3Cu- 2. 23In 
lOOX 
200X f. Au-I. OCo - I. OIn 200X 
FIGURE 3 . (CONTINUED) 
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lOOX 
lOOX 
100X 
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Moveable Rider 
a. Au-19.0Ag 
100X 
b . Au-19.3Ag-2 . 05In 100X 
lOOX 
c . Au-l. OCo 
FIGURE 4 . WEAR OF WROUGHT GOLD ALLOYS IN VACUUM, 500 CYCLES 
i 
I 
I 
! 
--~-------" 
Moveable 
lOOX 
lOOX 
lOOX 
d. Au-12.lCu 
e . Au-12 . 3Cu-2.23In 
f. Au-I. OCo-I. OIn 
FIGURE 4. (CONTINUED) 
Rider 
lOOX 
lOOX 
lOOX 
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End of Wear Track Middle of Wear Track 
200X 
a . 50 Microinches 
200X b. 100 Microinches 
400X 
c . 100 Microinches 
200X d. 200 Microinches 
400X 
e. 200 Microinches 
FIGURE 5. WEAR OF Au-0.1Co/ Cu ELECTROPLATES IN N2-20 02. 100 CYCLES 
- -- -- - - - ----- ---
End of Wear Track Middle of Wear Track 
200X 
a. 100 Microinches 200X b. 100 Microinches 
200X 
c. 200 Microinches 400X d. 200 Microinches 
FIGURE 6. WEAR OF Au-0.1Co/Cu ELECTROPLATES IN VACUUM, 500 CYCLES 
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End of Wear Track 
200X 
a . 50 Microinches 
200X 
b. 100 Microinches 
200X 
c. 200 Microinches 
FIGURE 7. WEAR OF Au-0 . 1Co/Ni ELECTROPLATES IN N2-20 02. 100 CYCLES 
40 
L~_~ ___ _ 
---~--. -
The preceding  microscopic  observa t ions  were  in  good agreement with elec- 
t r o g r a p h i c  p r i n t s  made of the  wear  t racks .  In  N2-2002 substrate  breakthrough 
was not evident on the  100 or  200-microinch plates  on copper  or  nickel .  Ex- 
cess ive  base  meta l  was exposed with the 50-microinch plates on copper but with 
n i cke l  t he  de fec t  dens i ty  was o n l y  s l i g h t l y  g r e a t e r  t h a n  t h e  i n i t i a l  p o r o s i t y  
l eve l .  
I n  vacuum the 200-microinch plate on copper gave isolated indications of 
breakthrough. The same nominal  thickness on nickel   appeared  to   remain  defect-  
f r e e  a f t e r  500 cycles .  
A complete  analysis  of  the wear  character is t ics  of  Au-1.OCo was not made. 
Wear r a t e s  and degree of  protect ion of  the substrate  appeared to  be i n f e r i o r  
t o  t h e  Au-0.1Co a l loy .  Fo r  th i s  and o t h e r r e a s o n s  t o  be presented the Au- 
1.OCo a l l o y  was  no t  cons idered  to  be an acceptable material t o  meet the pro- 
gram requirements. 
Dissimilar-Metal  Contact  Sl iding 
The r e s u l t s  o f  t h e  s e v e r a l  d i s s i m i l a r - m e t a l  t e s t s  a r e  g i v e n  i n  Tables XVI 
and XVIII. I n  a l l  of  these  experiments  the  hard,  complex a l l o y s  Au-7 and Pd-1 
were  used  only  as  the  stationary  contact members. The r eason  fo r  t h i s  was t o  
s t u d y  t h e  e f f e c t s  of d i r e c t i o n a l  t r a n s f e r  from the movable member to  the  sta- 
t i o n a r y  member on f r i c t i o n  and  wear. I n  p a r t i c u l a r ,  i t  was o f  i n t e r e s t  t o  de- 
termine the differences between (1) a to t a l ly  s imi l a r  me ta l  s l i d ing  sys t em,  and 
(2) a "similar-metal ' '   system  produced by t h i n  f i l m  d i r e c t i o n a l  t r n a s f e r .  I n  
order  to  achieve the second type of  system previous s tudies  have indicated that  
the fol lowing condi t ions must  be m e t :  
(1) The mater ia l  be ing  t ransfer red  should  be the  contac t  member having 
the  la rger  apparent  contac t  a rea .  
(2) The su r face  work hardening  ra te  of  the  mater ia l  be ing  t ransfer red  
should be much g rea t e r  t han  tha t  of the  o ther  contac t  member. 
Both  of  these  condi t ions  a re  sa t i s f ied  for  the  mater ia l s  sys tems/geometry  
l i s t e d  i n  T a b l e  XVII. 
Examinat ion  of  tes t  spec imens  conf i rmed tha t  d i rec t iona l  t ransfer  d i d  oc- 
c u r  i n  t h e  manner expected. A uniform f i lm of  the movable con tac t  ma te r i a l  
developed rapidly on t h e  s t a t i o n a r y  member. Judging by t h e  t e s t  d a t a  i n  
Table XVI however ,  the  resu l t s  were  near ly  ident ica l  wi th  ear l ie r  s imi la r  
meta l  t es t s .  Apparent ly  the  t ransfer  f i lm which  formed was too  th i ck  to  im- 
par t  any  degree  of  meta l l ic  th in  f i lm " lubr ica t ion" .  
Wear r a t e s  of the movable members were  s ign i f i can t ly  lower  in  the  d i s s i m -  
i l a r - m e t a l  t e s t s .  T h i s ,  however, was the  only  advantage shown by these  ma- 
t e r i a l s  s y s t e m s .  
TABLE XVII 
SUMMARY OF DLSSIMITAR-METAL SLIDING CONTACT TEST DATA FOR N2-20 O2 ENVIRONMENT 
C o e f f i c i e n t   S l i d i n g   C o n t a c t  
of F r i c t i o n ,   N o i s e  Peak t o  Peak, 
M a t e r i a l  Test pk S t a t i c   C o n t a c t   R e s i s t a n c e ,  n i l  m(l 
Moveable S t a t i o n a r y  NO. n 0 (Rl)med AR (R1OO)med AR m1 4 0 0  
A u - ~ B  
Au- 2B 
AU- 1A 
AU - 1 A  
Au-2B 
AU- 2 B 
Au- lA 
AU- 1A 
AU-7 
AU- 7 
AU- 7 
AU- 7 
Pd- 1 
Pd- 1 
Pd- 1 
Pd- 1 
57  1.42 1.48 11.5 
58  1.26 1.64 11.7 
59  2.14 2.02 6.7 
60  1.83 2.08 7.0 
61   1 .12  1.26 11.3 
62 1.19 1.88 8.0 
63   1 .63  2.00 8.5 
64  1.94 2.07 5.6 
11,o 7.3 3.2 11.8 
8.7 8 .5  3.9 10.6 
4.1 4.7 1.9 5.7 
3.7 3.5 2.4 6.8 
6.5 7.4 5.1 11.8 
5.6 6 .4  3 .0  14.2 
2.9 4.9 3.0 8 .5  
5.2 5.1 1.9 9.7 
8.3 
9 .4  
6.8 
6 .3  
8.8 
9.4 
7.3 
8 .5  
TABLE XVIII 
SUMMARY OF DISSIMILAR-METAL WEAR DATA 
FOR N2-20 02 ENVIRONMENT 
Material Test Wear Scar Width 
Stationary Movable No. After 100 Cycles, cm 
Au- 7 A u - ~ B  57 
Au- 7 A u - ~ B  58 
Au- 7 Au- 1A 59 
Au- 7 Au- 1 A  60 
Pd- 1 A u - ~ B  61 
Pd- 1 A u - ~ B  62 
Pd- 1 Au- 1A 63 
Pd- 1 AU - 1A 64 
0.0098 
0.0100 
0.0094 
0.0080 
0.0092 
0.0092 
0.0147 
0.0163 
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Environmental  Studies 
Selected wear test  specimens  which  had  been  tested  for 100 cycles in 
N2-20bwere subjected  to  two  environmental  exposures  together  with  control 
specimens  of  the  same  alloy.  The  control  specimens were not  wear  tested. 
These  exposures  consisted  of (1) 120  hours  in  flowers  of  sulfur  at  3O0c  and 
(2) 1000 hours in N2-2002 at  200°C.  Contact  resistance  measurements  were 
made  along  the wear tracks  of  the  test  specimens  and  on  control  specimens. 
Additional  control  specimens of those  alloys  containing  copper  and/or  silver 
were  analyzed  by  electrolytic  reduction  in  order  to  determine  amounts  of  re- 
ducible  oxide  and/or  sulfide  films. 
As  the  research  progressed  it  became  clear  that  the  major  environmental 
problem  was  the  2OO0C  oxidation  resistance.  Therefore,  later  environmental 
tests  particularly  on  the  electroplates  concentrated  on  the  oxidation  char- 
acteristics  of  control  specimens. 
Flowers  of  sulfur.--The  results  of  contact  resistance  measurements  on 
specimens  exposed  to  the  flowers  of  sulfur  environment  are  given in  Tables 
XIX-XXI.  None  of  the  control  specimens  showed  any  measure  of  degradation  as 
a result  of  this  test.  All  maintained a range  of  contact  resistance  values 
nearly  identical  with  values  for  clean  conditions  (not given).
Table XIX shows  that  the wear tracks  of  the  wrought  alloys  generally 
showed  both a greater  variation  in  contact  resistance  and  higher  median  values 
than  shown  by  the  control  specimens.  The  data  cannot  be  attributed  directly 
to  the  highly  worked  condition  of  the  wear  track. Two explanations  are  pos- 
sible.  Fir&  the  higher  resistance  values  may  be  due  to a significant  wear 
debris  contribution.  The  basis  for  this  was  given  earlier. 
The  second  possibility  is an increased  surface  film  contribution  due  to 
higher  local  rates  of  tarnishing  in  the  wear  track. It has  been  shown  that 
for  Au-Ag  and Au-Cu alloys  tarnish  rates  are  very  sensitive  to  the  metallurgi- 
cal  condition  of  the  material  (Ref. 6). Any  operation  tending  to  increase 
the  lattice  defect  density  such  as  cold  working  can  lead  to a very substantial 
increase  in  the  rate  of  surface  film  growth.  This  was  actually  observed on 
the  Au-12.1Cu  binary  alloy.  Control  specimens  tested  for 120  hours  developed 
a film  consisting  of - 45 A Cu2S  and 11 A Cu20. At this  thickness  the  film 
was not  visible. Wear test  specimens  tested  in a similar  manner  showed a clear 
delineation  of  the  wear  area  by  the  development  of a film(s) which  were  thick 
enough  to  be  readily  visible. 
It is  uncertain  which  factor  accounted  for  the  increased  wear  track  resis- 
tance  but  the  surface  film  contribution  was  probably  dominant  for  the  silver 
and  copper-containing  alloys.  These  data show that  the  reactivity  of  the  wear 
track  may be considerably  different  from  the  surrounding  surface  area.  This 
is  of  great  practical  importance  for  it  indicates  that  the  true  susceptibility 
of  a  material  toward  environmental  contamination  cannot  be  judged  solely  from 
measurements  on  control  or  as-manufactured  surfaces. The final  measure  of  the 
real  merits  of a contact  material  should  include  data on surfaces  initially 
subjected  to  actual  wear  conditions. 
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TABLE XIX 
CONTACT  RESISTANCE OF PRECIOUS  METAL  ALLOYS 
AFTER  120  HOURS IN N2-2002-40 ppb s8 AT  3OoC 
Contact  Resistance(a) of 
Material .~. . Control  Wear  Track of 
Nomina 1 Test Specimen(') Test  Specimen(c) 
Designat  Lon  Composition No' Rmax  Rmin  Rmed  Rmax  Rmin  Rmed 
___ ~. 
-~ ". . . . -~ - - ." -" " -. - " . . 
Au- IA Au- 19.  OAg353.33  2.002.37 4 2 1 76 .16 
36  .02  2.'05  2.46  10.7  2.14  3.09 
Au- 2B Au- 12.1Cu 39  80 2.60 .745.35.31 5.28 
40 3.24  .60  2.74  16.6  2.81  5.10 
Au-3 Au-19.3Ag-2.05In 45 3.23  2 44.82  3 92.7   3 06
46  3.61  2.88  3.44  6.10  3.06  3.61 
Au-4 Au-12.3Cu-2.23In 47 4.00 3.33  684 447 4.00 
48 5.00  3.62  3.75  9.06  3.25  4.06 
Au-5  Au- 1. OCO  49 3.62  1 92 267. 4  4 45 7
50 4.62  3.76  4.15 8.48 4.17  7.92 . 
Au-6  Au-l.0Co-1.  OIn55 4.00 2.10  3 77.31  1 723.05 
56  7.12  2.10  2.25  5.76  1.80  2.12 
Au-8 Au-O.5Zr 114 6.21  2.35  4. 0  11.8  4.60 8.00 
116  5.85  3.20  4.15 4.80 3.12  4.16 
Au- 11 Au-2.  5Zr  1 810.8.29 902.28 510.2
120  1 .0  8.91  .00  15.4  9.51  13.5 
(a) Measured  against  pure  gold  at 10 grams. 
(b) Control  specimen  not  wear  tested. 
(c) 100 cycles in N2-204 at  760 mm Hg, 25'C. 
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TABLE XX 
CONTACT  RESISTANCE  OF AU-O.lC0 ELECTROPLATES  AFTER 
120 HOURS I N  FLOWTlRS OF SULFUR  AT 30°C 
P l a t i n g  
Contact  Resis tance of ( 4  
~ 
/L \ Wear Track / -, 
Thickness ,   Test Control  Specimen'U' Tes t  Specimen'C' 
microinches  Substrate  No. Gax %led %lax Sin 
~ ~~ ~ .~ 
50  cu  86 2.0 0.8 1.2 
88 2.7 0.9 1.2 
100  cu  '76 2.1  1.0  1.4 
80 2.0  0.9 1.6 
2 00 cu  82 2.5 1.1 1.7 
84  2.4  1.0 1.6 
50 N i  98 7.7  1.9 3.5 
100 4.7 2.5 3.2 
100 N i  98 4.7 1.7  2.5 
92 4.3 0.9 1.6 
200 N i  94 4.5  2.1  3.2 
96 5.3  1.9 3.4 
11.9 
16.9 
1.8 
2.3 
2.9 
2.6 
15.9 
13.0 
3.1 
11.4 
12.5 
4.3 
1.5 2.2 
0.9 7 .7  
1.0 1.7 
0.9 1.6 
1.2 1.9 
1.4 1.8 
5.3 6.3 
2.7 3.6 
1.7 2.7 
2.3 3.5 
2.8 2.6 
2.1 3.8 
(a) Measured aga ins t   pure   go ld  a t  10 grams. 
(b)  Control  specimen  not wear t e s t ed .  
(c )  100 cycles  in  N2-2002 a t  760 m Hg, 25'C. 
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TABLE XXI 
CONTACT RESISTANCE OF Au-1.OCo  ELECTROPLATES ON COPPER 
AFTER 120 HOURS I N  FLOWERS OF SULFUR AT 30°C 
C o n t a c t   R e s i s t a n c e  of (a) 
P l a t i n g  Wear Track of 
Th ickness ,  Test   Control   Specimen(b)  Test Specimen (c) 
microinches No= %x % i n  %led %ax % i n   k e d  
100  102 3.5 2.1 2.6 3 .2  1.7 2.6 
104 2.6 1.7 2.5 3.8 2.1 2.5 
200 106 3.5 2.0 2.7 3.1 2.0 2.5 
108 3.1 1.7 2.6 3.6 1.9 2.5 
50 110 2 .1  1.2 1.7 2.8 1.3 1.8 
112 2.5 1.5 2.2 2.9 1.0 2.0 
(a )   Measured   aga ins t   pure   go ld  a t  10 grams. 
(b) Cont ro l   spec imen  no t   wear   t es ted .  
' (c)  100 c y c l e s  i n  N2-20 O2 a t  760 mm Hg, 25OC. 
. 
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The wear  t r ack  r eac t iv i ty  o f  e l ec t rop la t ed  spec imen% pa r t i cu la r ly  fo r  t he  
th icker  depos i t s ,was  genera l ly  less a f f e c t e d  by the  su l fu r  exposure  than  was 
observed for  wrought  specimens.  Increased resis tance in  the wear t r a c k  ( a s  op- 
posed t o  c o n t r o l  specimens) was most prominent on the 50-microinch Au-0.1Co. 
This w a s  a t t r i b u t e d  t o  b r e a k t h r o u g h  t o  and subsequent  tarnishing on the base 
metal. It i s  bel ieved that  the measured values  on the 50-microinch systems are  
lower  than  ac tua l  va lues  tha t  would more p r o p e r l y  i n d i c a t e  t h e  t r u e  merit of 
these  systems.  Because  of  the  geometry  of  wear i t  was n o t  p o s s i b l e  t o  b r i n g  
the gold probe down in to  the  wea r  t r ack .  The a c t u a l  areas of  contac t  were  the  
sharp,   high  points  around  the  edges  of  the wear t rack .  Therefore ,  the  heavi ly  
ta rn ished  areas were ac tua l ly  no t  measu red .  Th i s  s i t ua t ion  d id  no t  a r i s e  wi th  
the thicker  plates  which gave uniform,  m i l d  wear, and no v i s i b l e  t a r n i s h  f i l m s .  
The f lowers  of s u l f u r  t e s t  f a i l e d  t o  show a n y  s i g n i f i c a n t  d i f f e r e n c e  i n  
r e a c t i v i t y  o f  t h e  two Au-Co e l ec t rop la t ed  a l loys .  Tab le  XXI seems t o  s u g g e s t  
an  improved performance of the Aud1.OCo a t  low p l a t i n g  t h i c k n e s s e s  o n  t h e  b a s i s  
o f  c o n t a c t  r e s i s t a n c e  i n  t h e  wear t rack .  As  w i th  the  Au-O.1Co a t  50  micro- 
inches heavy base metal  tarnishing w a s  observed a t  areas  of  breakthrough.  It 
i s  be l ieved  tha t  these  a reas  were  not  ac tua l ly  probed  dur ing  contac t  res i s tance  
measuremnets  due t o  t h e  geometry  of   wear .   Therefore ,   the   actual   res is tance d 
a contact  system of  50 microinches Au-1.OCo would probably have been much 
g r e a t e r  and unacceptable. 
Oxidation.--A 2OO0C exposure  in  N2-20 % p r o v e d  t o  be t h e  most s e v e r e  t e s t  
of   both  the  wrought   a l loys  and  the  e lectroplates .  Among the  wrought   a l loys  the 
Au-19.0Ag gave  no  r e s i s t ance  inc rease  fo r  e i the r  t he  con t ro l  o r  wear t e s t  s p e c i -  
mens as shown i n  T a b l e  XXII. This  was expected s ince Ag20 i s  thermodynamically 
uns t ab le  on  th i s  a l loy  a t  20OoC. Alloying  additions  of  indium  gave  high  con- 
tact r e s i s t a n c e  on t h i s  a l l o y .  T h i s  was be l i eved  to  be  due to  the  fo rma t ion  
of a t h i n  (< 100 A) In203 film which could not be measured by e l e c t r o l y t i c  r e -  
duction. 
The  Au-12.1Cu a l loy  developed  very  h igh  contac t  res i s tance  a t tendant  wi th  
the formation of  about  1200-1500 A Cu20 + CuO a f t e r  1000 hours. Indium addi- 
t i o n s  t o  Au-Cu sharply decreased the rate  of  copper  oxide(s)  formation but  
s t i l l  gave  high  contact   res is tance.   This  was a t t r i b u t e d  t o  t h e  f o r m a t i o n  o f  
In20g o r  a complex copper-indium oxide film. 
The Au-1.OCo wrought a l l o y  was a n  i n t e r e s t i n g  m a t e r i a l .  A f t e r  a 1000-hour 
exposure a v i s i b l y   t h i c k   f i l m  formed. However, no   h igh   res i s tance   vents  
were measured  on e i the r  t he  con t ro l  spec imen  o r  t he  wear area.  This  does not  
mean t h a t   t h e  f i l m  (COO) was conduct ive.   Instead,   force  versus   contact  resis- 
tance  measurements  ind ica ted  tha t  f i lm breakdown o c c u r r e d  a t  f o r c e s  less than  
1 gram. Conduction was probably by metall ic a s p e r i t y  c o n t a c t .  I n  t h i s  r e s p e c t  
oxide f i lms on the Au-Co a l l o y  a p p e a r  t o  be much l i k e  Ag2S f i l m s  o n  s i l v e r .  
Very th ick  f i lms  a re  requi red  even  under  dry  c i r c u i t  c o n d i t i o n s  b e f o r e  s i g n i f i -  
can t  i nc reases  in  con tac t  r e s i s t ance  occur .  In  bo th  cases t h i s  c a n  b e  a t t r i b -  
u t e d  t o  t h e  m e c h a n i c a l  r a t h e r  t h a n  e l e c t r i c a l  p r h p e r t i e s  o f  t h e  f i l m s .  
These r e s u l t s  a l t h o u g h  i n t e r e s t i n g  do no t  au tomat i ca l ly  mean t h a t  Au-Co 
a l l o y s  are s u i t a b l e  f o r  2OO0C se rv ice .  The f a c t  that v i s i b l e   f i l m s  do  form 
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TABLE XXI 
CONTACT RESISTANCE OF PRECIOUS mTAL ALLOYS  AFTER  1000-HOUR O X I D A T I O P )  AT 200'C 
Contact  Resis tance of 
M a t e r i a l  Wear Track o 
Nomina 1 Test Control  Specimen Test Specimen f b )  
Designation  Composition No. %ax & i n  %ed &ax  %in %ea 
AU- IA 
A u - ~ B  
AU-3 
AU-4 
AU- 5 
AU-6 
Au- 7(') 
AU-8 
Au-11 
AU-12 
Pd-1 ( d l  
AU- 19. OAg 
AU-12. 1Cu 
Au- 19.3Ag- 2.051 n 
Au-12.3Cu-2.23In 
AU- 1. OCO 
Au-I.OCo-1.OIn 
" 
Au-0.521- 
Au-2.523 
Au-19.4Ag- 1.64Zr 
" 
37 
38 
33 
34 
41 
42 
43 
44 
51 
52 
53 
54 
" 
" 
" 
" 
" 
4.20 
3.60 
2790. 
1620. 
97.6 
20.9 
375. 
111. 
5.0 
2.9 
7.9 
18.8 
194. 
100. 
4.5 
6.2 
8 .4  
9.4 
5.9 
6 . 0  
8.3 
9.0 
2.61 
2,88 
42.6 
12.1 
6.50 
4.10 
62.5 
11.3 
3.3 
2.3 
4.6 
6.7 
31.8 
33.9 
3.1 
3.0 
6 .3  
4.2 
4.8 
4.7 
6 .5  
7.3 
2.88 
3.32 
2100. 
271. 
22 ,o  
7.8 
73.5 
19.7 
4.2 
2.7 
5 .3  
8 .  3 
55.8 
61.5 
3.8 
4 . 1  
7 . 6  
6.3 
5.8 
5.7 
7.5 
8.6 
5.60 
5.10 
165. 
5830. 
114. 
143. 
2375. 
5840, 
9.2 
6 .8  
55.3 
96.0 
3.00 
2.52 
36.0 
49.3 
7.1 
20.9 
53.1 
23.8 
2.5 
2.7 
3.9 
5.0 
" 
" 
3.54 
3.66 
51.5 
66.0 
362, 
102. 
226. 
717. 
3.8 
4.2 
7.4 
10.0 
" 
" 
" 
" 
" 
( a )  N2-20 02, 760 rnm Hg; con tac t  r e s i s t ance  measu red  aga ins t  go ld  a t  10  grams. 
(b) 100 cycles i n  N2-20 02 a t  760 mm Hg;  25'C. 
( c )  S u r f a c e  f i l m  c o n t a i n e d  a t  least  330 A Cu20 and  215 A CuO. 
(d)  Survace f i l m  contained  about  110 A Cu20. 
presents  the  possibility  that on repeated  sliding  the  films  could  be  compacted 
into the wear track.  The  repeated  process of oxidation  and  compaction  could 
lead  to  eventual  failure  by a high  resistance  surface  layer.  Such a failure 
mechanism  is  well  known  for  Ag2S  films on silver. 
Indium  additions  to  the  Au-Co  binary  alloy  significantly  increased  wear 
track  reactivity.  Contact  resistances  of  the Au-Co-In  control  specimens,  al- 
though  much  lower,  were  believed  to  show a moderate  surface  film  component. 
The  zirconium-containing  alloys  were  particularly  interesting.  Not  only 
did  their  contact  resistance  remain  low  during 1000 hours at 2OO0C,  but no vis- 
ible  films  were  detected.  Force  resistance-measurements  failed  to  indicate  any 
film  breakdown  process  at  forces  as  low  as 100 milligrams.  Corresponding  tests 
on the wear specimens  were  not  completed  which  proved  to  be  unfortunate  in  view 
of  the  very  promising  results on the  control  specimens.  Considering  the  very 
stable  electrical  and  mechanical  properties of these  alloys  at  2OO0C  further 
tests  should  be  made  to  define  their  oxidation  resistance  particularly  for 
(1) gold  hardened  by  solid  solution  addition  of < 1% Zr, (2) gold  precipitation 
hardened  by 1-2% Zr in order  to  decrease  bulk  resistivity,  and (3) Au-Ag  alloys 
hardened  by  zirconium. 
-
The  differences  in  oxidation  resistance  between  the  Au-Zr  and  Au-Co  alloys 
may  be  due  to  the  nature  of  the  second  phase  which  forms  in  these  alloys. In
the  case  of  Au-Co  this  phase  is  almost  pure  cobalt  but in Au-Zr  it  has the com- 
position  Au3Zr. It is  conceivable  that  in  the  Au-Co  system,  precipitation of 
the  second  phase  precedes  the  oxidation  reaction n which  case  oxidation  of  the 
cobalt-rich  phase  might  be  dominant.  Precipitation  rates  in  the  Au-Zr  alloys 
appear  to  be  very  low  at  2OO0C  but  even  if  the  Au3Zr  phase  formed  its  oxidation 
resistance  should  be  far  better  than  that of "pure"  cobalt. 
A sumary of  the  surface  film  analyses  obtained  by  electrolytic  reduction 
is  given  in  Table XXIII. Cobalt,  indium  and  zirconium  compounds  could  not  be 
determined. 
Results  of  oxidation  tests on the  electroplates  are  given  in  Tables  XXIV- 
XXVII. Additional  data  points  at 90-120 hours  were  obtained  for  these  systems 
in order  to  obtain a better  view  of  the  degradation  kinetics. 
None of the  electroplates  on  copper was found  to  be  acceptable  for  even 
short  time (100 hour)  service  at  20OoC.  Data in  Tables  XXIV and MEVI show  high 
contact  resistance  on  both  the  Au-O.1Co  and  Au-1.OCo  alloys  after  113  and 90
hours,  respectively.  All  specimens  were  uniformly  discolored  indicating  the 
presence  of a surface  film.  This  was  confirmed  by  electrolytic  reduction  which 
showed a considerable  amount  of  copper  oxides  even  on  the  200-microinch  plates. 
Contact  resistance  values of the  Au-1.OCo  plate were  much  higher  than  for 
corresponding  exposures of Au-O.1Co  even  for  short  exposures.  This  is  believed 
to  indicate an inherently  poor  oxidation  resistance  of  the  Au-Co  electroplates 
at  the 1.0 percent  cobalt  level.  Partial  confirmation  was  found  in  experiments 
with  thick  electroplates  on  nickel  substrates.  Contact  resistance  of a 200- 
microinch  Au-O.1Co  plate  remained  stable  throughout 1000 hours  of  testing.  One 
isolated  measurement  of  18.5 I& was  made  after  1000  hours  (Table XXV) which 
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TABLE XXIII 
ANALYSIS  OF  SURFACE  FILMS  AFTER  1ooo-HOUR 
OXIDATION AND 120-HOUR TARNISH TESTING(~) 
Material  Film  Thickness  (A)/Compo ition
Designa- Composition, 120-Hr  Tarnish  Test 1000-Hr  Oxidation 
t ion weight  percent Ag2S C U ~ S   C U ~ O  Ag20 C U ~ O  CUO 
Au- 1A Au-19.0Ag 
Au-~B Au- 12.1Cu " 44 11 " 1050 432 
" 46 11 " 980 360 
Au- 3 Au-19.3Ag-2.05In 34 " " 0 " 
38 
" 
" " " " 0 
Au-4 Au-12.3Cu-2.23111 " 33 23(b) -- 79 216(') 
" 38  28 " 80 206 
Au- 5 Au-  1. OCO " " - - (4 
" " " Visible  ox de 
film  could  not 
Au- 6 Au-1.OCo-1.OIn " " be electrolyt- 
" " " ically  reduced 
_ _ _  - - . . 
~~ ~ ~ 
~~ 
~ - . - ~- " _" -~ ~- "" . , 
(a) Tests  conducted on specimens  not  previously  subjected  to  wear  tests. 
(b) Third  film  detected  but  not  identified;  estimated  thickness  10-15 A. 
(c) Third  film  detected  but  not  identified;  estimated  thickness 40-50 A. 
(d) No  films  detected by electrolytic  reduction. 
TABLE X X I V  
OXIDATION OF  Au-0. 1Co ELECTROPLATES ON COPPER I N  N -20 0 AT 200°C 
2 2 
Plating  Con actResistance,  Film  Th ck-
Thickness,  Oxidation  m lliohms  A 
microinches  Time,  hr R 
"X Rmin Rmed _ _  
CUO cu20 
" ~ " .. 
50 113  6.7 4.4 5.0  18.  92. 
113  6.7  3.9  4.7  18.  93. 
100 113 13.9  6.7  8. 12.  46. 
113  38.8  13.3  19.   14. 52.
200  113  73.9 8.3  43.2 0 80. 
113  153.  16.   25.6 0 52. 
50 1000 915. 13.6  21.2  297. 13. 
1000 22.6  56.5  200.  151. 
100 1000 45.9  10.2  20.0  158.  151.
1000 20.4  3.0 8.6 187. 132. 
200 1000 61.4  7.5  12.5 65. 53. 
1000 100. 9.4  60.8  70. 46.- 
~ . " ~ ~~ 
(a)  Measured  against  gold  at 10 grams. 
TABLE XXV 
OXIDATION OF Au-O.1Co  ELECTROPLATES  ON  NICKEL 
IN  N2-20 O2 AT 2OO0C 
Plating Thickness, Oxidation Contact Resistance, mC2 
~ Rmax ' Rmin  Rmed microinches  Time, hr
50 
100 
200 
50 
100 
200 
120 
120 
120 
120 
120 
120 
1000 
1000 
1024 
1024 
1024 
1024 
1000 
1000 
69.0 
120. 
79.6 
18. 
6.8 
5.9 
39 40. 
4310. 
1545. 
129. 
42.4 
515. 
18. 
4.4 
5.7 
9.8 
6.1 
8.9 
3.2 
3.9 
2.4 
2.5 
32.1 
5.8 
19.2 
3.0 
2.6 
1.6 
25.6 
34.2 
9.7 
15.6 
4.8 
5.8 
3.9 
4.2 
16.7 
38.1 
21.8 
5.3 
3.2 
110. 
( a )  Single  measurement > 7 d. 
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TABLE XXVI 
OXIDATION OF Au-1.0C0 ELECTROPTATES ON COPPER I N  N2-20 %AT 200°C 
P l a t i n g   T h i c k n e s s ,   O x i d a t i o n   C o n t a c t   R e s i s t a n c e , .  mh2 Fi lm  Th ickness ,  A 
Rmax R m i  n Rmed. ~ - . , ~ cu20 .. ", - . . . ~ ". micro inches  Time, h r  
50 
100 
200 
50 
100 
2 00 
90 
90  
90 
90 
90 
90  
1000 
1000 
1000 
1000 
1000 
1000 
6740. 
1080. 
100. 
4550. 
1810. 
2780. 
3300. 
8400. 
00 
84.7 
79.6 
00 
41.6 
6.7 
6 .1  
16 .3  
10.6 
204. 
135. 
175. 
216. 
54.8 
12.1 
18 .0  
69.6 
2600. 
209. 
33.6 
24.2 
23.8 
1450. 
209. 
830. 
735. 
70.0 
78.6 
60. 
65. 
52. 
50. 
25. 
35. 
129. 
113. 
89. 
94. 
76. 
86. 
54 
TABLE XXVI 
OXIDATION OF Au- 1. OCO ELECTROPUTES ON 
NICmL I N  N2-2002 AT 200°C 
Plating Thickness, Oxidation Contact Resistance, mR 
microinches Time,  hr
. . . . " . " Rmax  Rmin %led 
50 
100 
200 
50 
100 
200 
90 
90 
90 
90 
90 
90 
1000 
1000 
1000 
1000 
1000 
1000 
198. 12.2 22.6 
60.9 7 .0  30.0 
87.0 11.3 24.6 
63.5 14.1 18.9 
8300. 58.0 59.5 
127.  23.6  48.7 
427.  65.2  78.2 
510.  70.5  8 .2 
00 131.  4150. 
9440.  16.2  291. 
00 31.8  51.7 
214.  17.3  21.4 
could  have  been  due  to  other  forms of contamination  such  as  particulates.  As- 
suming  that  diffusion  rates  are  similar in both  gold  alloys  (which  is  supported 
by  data  for  copper  substrates)  similar  resistance  levels  might  be  expected  from 
a  substrate  effect.  High  resistance  of  the  200-microinch  Au-l.OCo/Ni after even 
90 hours  indicates  alloy  oxidation. 
Plates < 200 microinches  of  Au-O.1Co  gave  high  contact  resistance  although 
none  showed  visible  films. It is  known,  however,  that  very  thin  films (< 30- 
40 A) of  NiO  will  produce  very  high  resistance  in  dry  circuits  due  to  their  me- 
chanical  properties.  Films  of  Cu20  of  similar  thickness  may  give  a  barely  per- 
ceptible  increase  in  resistance. 
It appears  that  the  problems  of  elevated  temperature  alloy  oxidation can 
be  circumvented  by  the  use of the  Au-0.1Co  alloy.  This  material  also  gave  the 
best  dry  sliding  characteristics  of  all  the  materials  tested.  However, for 
high  reliability  in  elevated  temperature  applications  the  choice  of  a  substrate 
material  is  critical.  Nickel  has  long  been  used  as  a  barrier  material  or  sub- 
strate  to  minimize  diffusion  during  processing  and/or  service.  For  applica- 
tions  at  2OO0C  the  choice of  nickel  must  be  questioned.  The  data  indicate  that 
thin  plates (< 100-150 microinches)  would  be  totally  unacceptable. A minimum 
thickness  of  200-250  microinches  appears  necessary  for  1000-hour  storage  life 
at  20OoC.  However,  this  value  does  not  consider  the  possibility  of wear  prior 
to  elevated  temperature  exposure  which  would  decrease  the  plating  thickness  in 
the  contact  area.  Thicker  plates  which  would  be  required  to  compensate for
initial  wear  would  generally  be  incompatible  with  present  design  practices d  
manufacturing  technology. 
CONCLUSIONS 
'As a  result  of  these  studies  only  one  materials  system  has  been  defined 
which  will  meet  most  of  the  program  requirements of: 
(1) Low  wear  rates  in  both  air  and  vacuum 
(2) Low  contact  resistance  and  good  contact  resistance  stability 
(3) Resistance  to  environmental  contamination 
( 4 )  Stability  during  1000-hour  exposures  in  air  at  temperatures  up 
to  200OC. 
The  system  of  a  Au-O.1Co  alloy  electroplate  over  nickel  appears  to  meet  the 
first  three  requirements  for  sliding  durations  to  at  least 100 and  probably 
> 500 cycles in air  and 500 cycles  in  high  vacuum. 
The  fourth  requirement  cannot  be  met  by  this  system  for  plating  thick- 
nesses < 100 microinches.  The  Au-O.1Co  alloy  appears  to  exhibit  satisfactory 
oxidation  resistance.  Diffusion of substrate  material  via  a  "short-circuit"; 
i.e., grain  boundary  or  dislocation,  transport  mechanism  and  subsequent 
o x i d a t i o n  a t  t h e  a l l o y  s u r f a c e  h a s  b e e n  i d e n t i f i e d  as a m a j o r  r e l i a b i l i t y  p r o b -  
lem. P la t ing  th icknesses  of  200-250 microinches would  be  the minimum recom- 
mended f o r  1000-hour  storage l i f e  a t  20OoC. This  assumes no contac t  wear  pr ior  
to  h igh  tempera ture  s torage .  
The Au-O.1Co system  could  be recommended f o r   h i g h   r e l i a b i l i t y   a p p l i -  
c a t i o n s  i n  which the contacts  would be: 
(1) Operatoed e i t h e r  i n t e n t i o n a l l y  o r  u n i n t e n t i o n a l l y  ( d u e  t o  v i b r a t i o n )  
a t  200 C i n  a i r  
(2)  Operated a t  low temperatures   and  s tored a t  2OO0C fo r  fu tu re  use .  
T h i s  system could be recommended for  cont inuous use only a t  r e l a t i v e l y  low t o  
moderate  temperatures.  
No materials system has,  therefore,  been defined which w i l l  meet a l l  f o u r  
requirements.  The major  problem  remaining t o  be solved is  t h a t  of  high tem- 
pe ra tu re   subs t r a t e   d i f fus ion .   Fu tu re   e f fo r t s   shou ld  be d i r ec t ed  toward t h e  
d e f i n i t i o n  of a d i f f u s i o n  b a r r i e r  m a t e r i a l  s u i t a b l e  f o r  200°C service.   Pre- 
l iminary experiments have indicated that rhodium may be such a ma te r i a l .  
F i n a l l y  i t  should be noted that  one important  ser ies  of  tes ts  has  not  been 
made on  the Au-O.1Co e l e c t r o p l a t e s .  Th.is i s  a s tudy  of  f r i c t i o n  and  wear a f t e r  
a 200°C exposure  in  a i r .  While  metal lurgical  changes a t  2OO0C cou ld  a f f ec t  pe r -  
formance  another  change  could be of  even  greater  importance.  The s l i d i n g  c h a r -  
a c t e r i s t i c s  o f  t h i s  e l e c t r o p l a t e  were a t t r i b u t e d  t o  an organic compound code- 
posi ted  with  the  a l loy.   Nothing i s  known abou t  t he  e f f ec t s  of high  tempera- 
t u r e  on th i s  o rgan ic  o r  whe the r  i t  would provide some degree of  lubricat ion 
a f t e r  a i r  o x i d a t i o n  a t  200°C. F u r t h e r  s t u d i e s  a r e  needed t o  c l a r i f y  t h i s  point 
before  the Au-O.1Co could be qua l i f ied  for  e leva ted  tempera ture  serv ice .  
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